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LOW FRllQUENCY 'rHEllNO~mCllANICAL SPECTROHBTRY OF POLYHERIC l1ATERIALS: COH-
l'U'rERIZED TORSIONAL 'IRAID EXl'ERIHEN'fS - 1. OVIilWlm. Y. lIa~ony, C0111puter 
Center, Princeton University, Princeton, N. J.,.sud S. J. Stadnicki and .J. K. 
Gillham, Polymer Hi1ter.ials Program, Department of Chemical EnCineerin!,;. 
Princeton Univeroicy, Princeton, N. J. 08540 
INTRODUCTION. 1'0rsilmal Braid Analysis (TBA), a variant of the torsional 
pendulum technique, is a low frequency ('II 1 Hz) dynamic mechanical method 
for determining the thern:oUlechanical spectra of polymers (1). A 'fDA eltped.-
ment may run over the COULse of several days and generate IUore than 1000 
damped sine wO'.ca. Hanual d"Ca reduction techniques to obtain the frequency 
ar.d damping constant for eac\! analog wave, Ising a stopwatch and graduated 
Dcale or even a strip-chart recorder, arc s:"'::'~ and limited in accuracy. 
It i6 because of difficulties in the data acquisition and data reduction 
procedures that the torsional pendululU has not developed to the level of be-
ing regarded as a thermomechnnical spectrometer. The usefulness of the tech-
nique has beelt lilaited mainly to the monitoring .of transition temperatures 
and time-temperature hysteresis phenomena. It is apparent that further ex-
tension of the scope of research employing the torsional pendulum will re-
quire a breakthrough in me-thodology. 
A technological breakthrough will permit n deepe', and more extensive 
6tudy of problems, such liS: a) Chr,racteri?-ation of the thermomechanical 
sp("ctra in terms of analytical tlxpreusions. Such analytical formulae ~lil1 
introduce new parameters to betlter dlaracterize the spectra, and make it pos-
sible to resolve the temperature dependent data in terms of contributions 
from primary and secondary transi~ions. These developments could lead to a 
b~-ter understanding of the underlying physics and chemistry of the observed 
tr •. lsf:o',mations; b) Comparison of the thermomechsnical. spectra of systemat-
ic scries of related polymedc materials. 'rhis I-lill allow verification of 
the structural origin of the ,'bserved phenomena; c) Time-temperature hyster-
,~sis phenomena. In such m:periments the time-temperature cycle may he ulled 
as a well controlled variable in order to sort out the time constants I-1hich 
characterize the kinetics of the physical and/or chemical transformations; 
d) Non-linear mechanical effects. Inspection of typical dynamic mechanical 
response curves reveal.s that the derived parameters a:te amplitUde dependent. 
Study of the amplitude dllpcmdencc \wu1d provide additil'mal parameters to 
characterize the therlliomechanical behavior of polymeric materials ;snd 0) b"re-
quency dependence of the response function. It is possible to alter the fre-
quency range of measurements by at least: an order of magnitude by changing 
the specimen geonletry and the inertial mass. This will be required to repre-
sent the thermomechanical spectra in frequency-independent form. 
A factor common to the above experiments is the lleed for the acquisition 
of a large volum" of data in a meaningful \~ay. That j.s, the resolving power 
of the sensor sy:.:tcm as \lell as that of the control functions must be such 
that the observed small differences between different experimental sequenceR 
be signi.ficantly larger than the eltperimental errors. Further, in order to 
be able to pursue 'luch experiments, the reduced rlata must be consulted prior 
to the termination of the current experiment so that a timely decision I<ith 
regard to the neltt step IUay be made. 
The present paper discussell the results of the on-line interface of the 
TBA experiment to an Hierarchical Computer System lor data acquisition, data 
reduction and control of e)tperimental variables (2). Some eltperimental re-
sults are demonstrated and the data reduction procedtll:es are outlined. Sev-
ernl modes of pres"ntation of the final computer-reduced data are discussed 
in an attempt to p.l ucidate possibl e interrelations bet\~een the thl!r:mal var-
iation or the rigidity and loss parameters. 
OVERVIEW OF THE DATA PROCESSING SYS·I'EH. An impo!:tant guideline for the ilU-
plementation of a compuLer network for laboratory applicp.cion is that the 
success of a research project in a particular field shC'uld not depend on the 
profiCiency of the: researcher in computet technology. The experimentalist 
can benefit from the advantage of the batch computer "'ith a minima.l acquaint-
ance with a high-level programming language such as Fortran. The computer 
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can be used in a rnther sophisticated multi-level data reduction operation 
without ltnow1edge of the inner \~orldngs of the particular computer or of 
"sophisticated coding in machine or even assembler language. The "non-expert'" 
use or the batch computer is quite c01l1ll10n in theoretical work und in the 
present paper such an application with a laboratory 'l'llA experim<!nt is dis-
cllssed, 
The Hierarchical Computer System is designed to inteJ:iace the laboratolJ' 
experiment to the tremendous power of the large scal.c batch computer (IllH 
360/91) for the purpose of the "on-line" processing of large volUlile of data 
with no involvement of th'" researcher in this stage of the da ts handling (2). 
In order to accomplish this on-line interface, tHO additional computers are 
interconnected in the hierarchical fashion between the experiment and the 
batch computer (Figure 1). The actual data acquisit:l.on is performed by a 
small 'eal-time compute\: (IBH System 7) which serves as a digital front-end 
for the system. The front-end computer is equipped \'Iith a 20 KCPB anal08-to-
digital converter and un analog multiplexer providing for ehe simultaneous 
mon:ltoring of many analog signals from one or several experiments, The in-
coming signals are digi~i?ed and tested by the front-end computer for the 
purpose of scan rate optilUizadon as "ell as for other criteria \~hich are im-
posed by the requirements of the final data reduction procedures by the cen-
Crill batch computer. Following this preliminary optimizllt:l.on and trinuning cf 
the datil, it is coded for the purpose of daCa manager.u:mt and shipped to the 
central facility. In order to interface betHcen the v::otly different timing 
requirements of the real-time ;:lUd batch computertl, a third intermediate com-
puter is used for data buffering Bnd timing matching. In the inHia1 det~ign 
of the network, this role has been played by an IBU 1800 computer wbich has 
been recently replaced by an Ill!! 370/155 (Fig. 1) operating as the buffer 
computer for the real-tilne applications (in addition to providing dOle shar-
ing services). 
The advantage of the Hierarchir.a1 Computer System, Ull compared with the 
application of a dedicated minicomputer, is t"ofold: 1) it allows for max-
imum flexibility in the further development of the procedures for data ac-
quisition and experimental control by the digital front-end, and 2) it sets 
the power of the central batch computer as the ultimate limitation on the 
magnitude and sophistication of the data reduction procedures. By separation 
of the two distinctly different functions, a high degree of optimization in 
the utilization of the resources of the hierarchical system is achieved. 
The obvious disadvantage of the use of a batch computer in the environ-
ment of laboratory el:periments is the rather slO1~ turn-around time. Typical-
ly, it takes from one to several hours before the r"duced data are available 
for consultation and for a d"cision to be made with regard to the following 
step of the experiment. For faster decisions having to do \~ith the control 
of the sequence of the experiment, processing procedures must be developed 
for lise by the digital front-end. The front-end \~ould be used in such Un 
instance as a mini-computer. It is clear, however, that there is a definite 
conflict between the two modes of operation. The trade-off requires that the 
amount of data processing going on in the digHal. front.-end be kept at a min-
imum in order to maintain its power and flexibility for data acquisition and 
contro1. Ir. the present application, a minimal amount of data processing by 
the front-end is concerned with $cttJng the scan-r.ate, phase angle and am-
plitude boundary conditions. TI\.~se have been 111 effect dictated by the op-
timization requirements of thp !,-cor;_ -',g routinp.l1 in the central batch com-
puter. The interplay between ,,:,c' fl- ,..:essing pOHer of the front-end in rea1~-­
time and that of the c<Jutra1 computer in the batr.h mode is a most important 
feature of the hierarchical system and can have ~ substantial conceptual im-
pact on the desib-n of the experiment. 
OVERVIEH OF THE DATA REDUC'nON PROCEDURES. Tl)e response function of the 
torsional p,mdulum to mechanical eltcitatiol1 is described to a good approxi-
mation by 
e(t) = 
which is a solution to the 
-at e e COSW(t~t) 
a ' 0 
(1) 
equation of'motion 
- ----.-.-~ "" 
I 
I 
,) 
• 
(2) 
"where ~O is the amplituue, CI is the damping constant and W is the frequency 
ill radians/sec. Eqn. ~ may be recast in complex format 
e+ (G' + iG")O = 0 (3) 
,,'here G' and Gil arc the in-phase and out-of-phase shear moduli, respectively. 
These expressions do not include effects of experimental non-linearity of 
transducers and circuits, noise, drift, as well as posoible amplitude-depen-
dent tern~. Equation 1 is commonly used in the analysis of torsional pendu-
lum data, manually or by dedicated analog and digital systems. This is done 
by monitoring the maxima to determine the frequency and the amplitude ratios 
to determine the damping constant. In the environment of the batch computer 
ie' is possible to apply universal methods of nonlinesr least mean squares 
fitting. These are susceptible to generalizations designed to incorporate 
in the fitting procedures contributions due to noise, dr.ift and nOl",-lineari-
tics. If the sampling rate is very much faster than the frequency of oscil-
lation it is possible to substitute 
and 
6 = j 
.. 
o " j 
(OJ+!- °j_l)/211t 
(bj+l- Bj _l ) /211t 
(4) 
(5) 
into llqn. 2. resulting in (n-4) lincar equaU.ons in terms of the n observa-
tions of the amplitude e (j = 1. ..• n). These may be solved by standard 
methods of Uneal' least jmean squares fit for the paral!1!!ters ex and (w2 + aZ). 
The obvious advantages of the linear procedure is that it does not require 
initial estimates, and that it eliminates the need for itel·ations. An enor-
mous computational simplification is obtained by the elimination of the use 
of exponentials and trigonometric expressions (llqn, 1) in the fitting pro-
cedure. 
In both cases (llqns. 1 and 2) the interplay between the use of the com-
putational powers of the digital front-end and the central batch computer 
plays a crucial role in the application of the above procedures in a fully 
automated mass-production effort of data analysiS. The digital front-end 
is responsible for the scan-rate opt:f.mization over the range of change of the 
frequency and loss during a complete e~:perimcnt. In using llqn. 2 a faster 
scan-rate is employed to ensure the validity of the substitution of the de-
rivatives. The second method (Eqn. 2) provides a straight fOl.,.ard and a more 
economical (in comptlting costs) approach to the udta reduction problem than 
the first one (Eqn. 1). 
In order to minimize effects of non-linearity in the behavior of the 
pendulum and the optical transducer, the front-end ensures that the data is 
being recorded within the correct boundary conditions \·lithr".spect to the 
vibrational amplitude. The front-end also verifies the correct phase rela-
tionship of the data tllketl (equivalent to setting the to value in Eqn. 1). 
This requirement. ,.hich has been found necessary empirically. m-Lght have to 
do with the approximate nature of the correction for the baseline drift as 
done by a more generalized version of Eqn. 2 [see part II (3) of this paper]. 
In the early development of the computerized experimental setup, the 
linear least mean squarcs fitting procedure produced unacceptable scatter in 
the thermal var).atJ .. on of the .loss parameter. Attempts were made to eliminate 
this scatter both by analog filtering (signal ccnditi.oning by hardware) and 
by d:f.gital fil!:ering, the latter being pursued in ti,e batch computer. This 
problem w::s first solved by the digital method using an iterative process to 
optimize the sample size with regard to the signal tv noise ratio. The op-
timal signal to noise ratio was obtained when the least mean squares analysis 
,.as performed over an integral number of oscillations. The number of data 
points used in the analysis VIas determined by the frequency obtained in the 
previous iteration. Typically, the iteration procedure converged after three 
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cycles producing results as sho~.·n in Fig. 2. Later, as a result of improve-
)1lents in the data monicoritlR hardware, the qualicy of: the primary signals 
had been upgraded to the point of eliminating th'! need for digitul filtering. 
This interplay between the anulog and digital filCering in the optimization 
of the signal-to-noise ratio is another deUlonstracion of the power und flexi-
bility of the Hierarchic::l Computer System for laboratory applicaL:!.on. 
At the completion of the first level of datu analysis ('7hich had been 
described above), the reduced data is available in the batch computer in the 
form of thc tePlperat')r" dependence of two variables: the damping constant, 
ex, and the relative in-phase shear moduluB, G' • w2 + ex 2 • This particular 
prcRentation derives from the use of Eqn. 2 in the data reduction procedure. 
Alternative modes of data presentation may be derived from the use of Eqns. 
1 and 3 (Table I). The l.ogarithmic decrement is defined as the natural log-
arithm of the ratio of t>lO sIJccessive maxima of the damped cooine function 
(Eqn. 1). The relative rigidity of the composite specimen is a simplifica-
tion of the relative in-phase shear modulus, G' (elastic shear modulus), the 
t>lO parameters being equivalent for 10>1 damping value&. Absolute values are 
not specified for the above parameters because the configuration of the poly-
mer-impregnated glass braid precludes precise measurements of dimensions. 
IL is the relative thermal variation of the t>lO parameters l~hich is being 
monitored by the TnA technique. 
In addition to tl'~ above forms of data presentation, derivatives of 
the reduced data with rQ,~pept to ternperf..ture are calculated and plotted. 
These are obtained by a Least mean squares fit of a third order polynomial, 
over nine consecutive t(.mperature points, centered at the point of e'ITalm~­
tion. The respective derivatives are given by the calculated coefficients 
of the appropriate terms in the fitted polynomial. The first derivative of 
G' with respect to temperature is sho,1I1 in Fib' 2 together >lith the G' curve. 
Figures 3-5 present the loss data in three of the four >lays summarized in 
Table I. A plot of tano data is not presented because it is vel~ similar to 
that for the logarithmic decremant. 
DISCUSSION. The experimental data sho>7ll in Figs. 3-5 represent one experi-
ment l;here a sample of syndiotactic polymethylmethacrylate (4) has been 
monitored on cooling from 473°K to 93°l{ at a rate of 2 degrees per minute. 
There are noticeable differences betl'7Cen the various 108s curves (Figs. 3-5) 
as 1<ell as the first derivative of the elastic she:.r modulus with respect to 
temperature (Fig. 2). The out-of-"hase shear modulus, G" (inelastic shear 
modulus) is best suited for the purpose of resolving the ex and 13 peaks. This 
is because the t>lO maxima are better resolved and there is less ambiguity in 
the assignment of the "base-line" of the curve for more quantitative unaly-
sis. 
A more significunt difference bet>leen the various presentations is that 
they ind::'cate slightly different transition temperatures (Table I) as de-
termined by the respective maxima in the curves. Since all are derived from 
the same experimental data, the notion of a discrepancy betl,een the assigned 
transition temperatures as obtained from the rigidity and loss curves, is 
unacceptable. A description of the data in terms of the inelastic (Gil) and 
the derivative of the elaatic (d(G')/dT) shear moduli, provides internally 
consistent values of the transition temperatures. Figure 6 provides an ex-
panded view of the Tg region for various modes of d;,ta presentation. 
Inspection "f the mathematical description" of the different presenta-
tions of the loss data (Table I), points to the origin of the observed dif-
ferences in the derived transition temperatures. Since the frequency of the 
torsional pendulum enters differently iTt the expressions, the fact that it 
varies dramatically acress the temperature regio:1 in which the phase trans-
formation occurs, results in the apparent shifts in the observed maxima in 
Ilh~c data. The description of the data in terms of the complex shear moduli 
(Eqn. 3) provides a unique determination of the t:ransition temperature Tg 
and T13 , indicating that this presentation is preferable in the context of future attempts at theoretical discussions of the physics of the phase tran-
sitions. 
It is note>lorthy that >lhile the 'G" and dG'/dT curves are quite similar 
in their gross features and are internally consistent insofar as the 
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transition temperatures are concerned, they are Gubstantially different in 
the details and contain therefore complementary rather than redlUldant in-
"formation. 
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TABLE 1. DIFFERENT 110LIlS 0-. DATA PRESENTATION -
SYNDIOTAC'rIC Pl'iI1A. 
* Rigidity (G' ) 
00 2 + a 2 
Relative rigidity '" 
00 2 _ a 2 
Loss Parameter 
G" a 2a 00 
Damping e6~fficient 
Log decrement '" A '" 
tanc '" 2aw/(oo2 + ( 2 ) 
00 2 
'" a 
27Ta/oo 
Tg, ,'K 
399 
399 
399 
399 
401 
403 
403 
Te' OK 
295 
295 
295 
294 
300 
303 
303 
* Tg values obtained from dG' /dT; the theoretical basis for the different 
rigidity parameters ,is discussed in, Nielsen, L. E., Mechanical- Properties of 
PoZymers. Chapter 7, Reinhold PubliShing Corp., New York, 1965. 
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1.OW FREQUENCY THllRNOHECIlANlCoAl, SPllC'J:nONll1'RY OF POLYNEIUC MA'l'ERIALS: 
COHPUTERIZED TORSIONAL BRAID EXl'ERIHENl'S - II. DN£A PROCESSING. S. J. 
'Stadnick:l und J. K. Gillham, Polymer HlltCriuls Program, Department of 
Chemical Enginccring and Y. llazony, Comp'ltcr Center, Pdnceton Univ<:Irsity, 
Princeton, N. J. 08540. 
IN'l.'RODUCTION. '£he effo~tiv(:mes6 of torsional pendulum studies has been 
limited due to difficulties in processing large amounts of duta. Hanua1 duta 
reduction techniques. to determine the rir,idity and dumping for each damped 
wave, using a stopwutch and graduated sea).,'.!, or a strip-chart recorder, arc 
slow and limited in accuracy. An ovcrvi·,'; of the Hie rarchical Computer Sys-
tam used with a Torsional Braid Analysis (TDA) appuratus for fully autoDlatcd 
data acqu:lsition, reduction, and presentation haa been described in Part I 
(1-3).1'he present manuscript deals with data processing. 
On-line data acquisition and pruprocessing are performed by a computer 
wh.lch is situated in the experimental laboratory. The data reduction pro-
er.um which employs a linear least mean squares fit of the duta to the dif-
ferential fOl1n of the equation of motion, is writt~n in Fortran and is pro-
cessed in a batch computer. An inte~illediate con'puter is employed for data 
buffering and for matching the time l:equirements of: the batch computer. 
Evolution of the data reduction scheme is outlined. 
INSTRUllIlNTATION. An IBM System/7 t."mputer is elr,ployed in conj unction with a 
torsional braid apparatus for an-line data acquisition and preprocessing. 
At the time of this work, an Hierarchical Computer System was used wieh the 
data transmitted through an IBN 1800 computer (employed for data buffering) 
and then onto an IBM 360/91 batch computer for data reduction. The final 
presentatiOll of the thermomechnnieal parallleters as a function of ter'lperature 
is obtained on a Caleomp Plotter. Presently,the data are sent by teleconunu-
n:f.cation from the Systelll/7 directly to an IllH 370/155 computer which is at-
tached to the IBH 360/91. 
The capabilities of the present preprocessing facility are as follows: 
1. Four digit analog to digital conversion. 
2. lfaximuDl scan rate of 20,000 tHllliplings per second. 
3. ltunning several simultaneous c.;periments. 
4. Reduced data transmislJion directly to the luboratol'Y. 
5. Real time local control functiol'S. 
A summary of ttl" data acquisition and preprocessing characteristics of 
the present pl:ocedure are as follol"s: 
1. A data acquisition rate of 100 points per second (3). 
This scan rate is automatically adjusted to acquire 
a minimum of tlvO complete cycles. 
2. Acquisition of approximately 600 raH data points from 
each damped wave. (The reduction program at the hatch 
computer utilizes all of these to obtain one reduced 
data point for each of ehe frequency and damping 
parameters. ) 
3. Standar.dization of phase angle and amplitude boundary 
conditions of the data to be acquired. 
Figures lA a,\u In ShOl, typical prepl'ocessed digital data (damped l;aves) 
obtained in the glassy state and glass transition regions, respectively. 
'!'HEORY OF DATA REDUCTION. The basic equation of motion for a "simple" tor-
sional pend111um is given in Eq. (1). l,]here (J is th.- angle of displacement 
from the neutral position (or the amplitude of the electrical analog), I is 
an inertial constant. ndym ~.~ the dynamic viscosit:y, and Gdym is the dynamic 
modulus (4,5). d~9 de 
I dtT + ndym dt + GdymG = 0 (1) 
Equation (2) contains the same infonnation ill terms of the complex shear 
modulus. 
I d
2
e + (G' + iG")6 = 0 dt 2 (2) 
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• The solution to Eq. (1) haa the form of nn exponentin11y damped cosine func-
-tion 
a .. -at (3) 00e cos(Wt + <jl) 
with 
a " ndym/ 2I 
1/2 
w to [Gdym/I ~ (ndym / 2I) 2) and 
where a is the damping coefficient nnd w is the frequency in rndinns per 
second. A phase angle term, <p, has becn introduced because of the timing of 
the initiation of datn acquisition. Becnuse the TIIA specimen haa a tendency 
to twist, especinlly during a transition, cnusing a drift in the baseline, 
the equation describing the actual aniOUllt of deflection at any point in time 
is more closely represented by Eq. (4). 
a " e e-atcos(Wt + <P) + at + C (4) 
o .. 
The differential equation correoponding to i,!q. (4) is osed in the lilloar 
least meall squares analysis of the digitized data, 
dZe de Z 2 dt2 + 2ct;it + (az + ( 2 ) e - c(a +" wz) - 2aB - B(az + OJ )t " 0 (5) 
which may be simplified to 
dZO de 
D " (iCi" 4· A1 (it + A2 ° + A3t + A4 .. 0 (6) 
where Ai arc the parameters fitted by the analysis, and 
a = A1/2 
w • [A2 - (~/2)2) 
1/2 
(The significance of D ,dll be discussed below.) The derivative values of e 
at any POillt n were calculated numericn11y from an extension of Newton 'a 
Forward Formula, ~Ihich utilizes 5 consecutive points to obtain the first and 
second derivatives (6). These deriv,1tive formulae are refinements of the 
expressions used in Part I of this paper (3) and are given by 
d6 
dt n " (-6
n
+2 + 80n+1 - 86n_1 + 8n_2) /12h (7) 
d2 0 
dtZn = (-6
n
+2 + 166n+1 - 306n + 16en_l - 0n_2) /12h
z (8) 
where h is the step size. 
LINEA'l LEAST MEANS S9UAlillS ANALYSI~. The linear least mean squares fitting of 
N experimental data to the differential fOl"m of the equation of motion in-
volves minimization of the summation. 
N-2 N-2 
S = L v 2 = t (f - D ) Z (9) 
n=3 n n-3 n n 
where v 2 are the squares of the approximation errors and f is derived from 
n n the experimental data'd6 
d2 6 . n 
fn = dtz + A1,F + A2en + A3 t n + AI. (10) 
n n 
The respective derivatives are defined by Eqns. 7 and e.· t is n divided by 
the scan rate. Dn is :I.dentically zero by definition (Eqn. R). The limits 
of the sunnnation (n = 3 to N - 2) have been dictated by the method for ob-
taining the derivatives. From the requirement that 5 is minimized, it fol-
lows that, 
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This reBu1ta in four simu1cuneouo linenr. cqunCion!l which may be prescntud in 
matrix notntj,on: 
.. 
L 1> 2 L • L • '\ 
• 
- 1 • o 0 e 6 t A1 o 0 n n 1\ n L n n n n 
n n n n n 
.. 
L • L o 2 L (J L a c - L o e anon A2 '" n n n n n n 
n n n n n 
.. 
• L e L 0 L 1 L C A3 L 6 n n n n 
n n n n n 
.. 
L • L o t L L t 2 J L 
6 t Un tn t "II n n n 'II n n 
n n n n n 
The above expression can be solved by a matrix inversion procedure to deter.-
mine the values of the coaff:tc:tents ~. 
frequency parameters (sec aboye). 
Al and "2 contain the dampinG and 
REFINE~reNr OF DN£A REDUCTION .TECIINIQUE. Even \lith tho use of low pass signal 
filters (cut-off fre<1U~IH,;y of 2 Il~), the initial automatic data reduction 
technique \~as found to produce data ,lith unacceptable scutter in the damping, 
although the frequency data 1mB acceptable (FigUl;e 2). (The tHO rigidHy 
curves in Figure 2 arc the consequence of thermohy!>teresis - Hee below.) 'fhe 
first 'refinelllcmt involvtld truncation of the data so that an integral number 
of cycles WIlS U1,alyzed. 'Ihe exceus poj_nts I~ere eliminated from further com-
;Jutation. Effertively this is a digital =iltering tec\lIlique'Hhich was em-
pirically found to improve the signul-to-noi!J(! ratio. Frequency, damping, 
and t.he number of points comprising the nlf_!l:imuL~ number of integral cycles 
are determined by an iterative process \~hich typically converges after 3 
cycles. Co)nputer simulations have demonstrated that this operation is theo-
retically unnecessary for noise-free data. 
Once this change had been incorporated into the data reduction program, 
the reduced data for. the dUll1pil1[; appeared to be 011 tHO distinc1' levels (fig-
ure 3). '£his phenomenon "as traced bacle to the fact that the incoming data 
at the init4,ation of data storage had either a zero degree 01; 180 degree 
phase angle associated \~ith it, correspundil1g to a maximum and a minimum in 
the oscillations of the snalog clamped ~7ave. "fter the data acquisition pro-
gram was modified to ac..ccpt data only at a phase angle of ~ero degrees, the 
reduced data were on a single curve (Figure 4). Upnn even closer examina-
tion, the dampinG curve shoHed signs of small discontinuities Hhich Here 
traced bac1~ to the procedure used to adjust for the base1:tne drift due to 
specilnen tHistin[~. This corrective action is employed to compensate for the 
non-1:tnearity of the response curve of the optical transducer. This instru-
mentation problem has been solved Inanually (Figure 5) and a technique for 
automatic dtift compensation is being developed (7). Alternatively, the com-
puter itself can be programmed to compensate for non-linearities which can 
be incorporated into the equation of mction. H:I.th the increased sensitivity 
of che system, it is now essential to control precisely the temperature pro-
gramming as fluctuations in the data ar.e observable in regj,ons in which there 
are non-constant rates of temperature change. As an example of the resolu-
tion of the experimental. reilult:s, a linear expansion of the modulu~ data 
through a secondary tr"nsltion is presented in Figure 6. The Wo differ.ent 
sets of data for decreasinr; and inc;:'eo~ing temperature (thermohystercsis) are 
attributed to properties of the polymeric specimen pel' se, and not to the 
methods used in processing the data, 'fhi!! phenomenon Hill be discusser: llllse-
where (8). 
emn-reNT. 'fhe present syste\lI prov-1cies a pOHerful tool for the study of ther-
momechanical properties of polymeric materials and its flexibility allOl~s 
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for ext(maive conceptual evolution of the experimental dallilln. lIhUe thill 
report 1,rcHClnrs prelimtnnry ducu, fll1~her rcfinuments of the system arc in 
prOIll:eall. Theile includu upllruding or the l'IlA illE) tru[Jicntation, refinement 
of the datu reduction procedure, optimilll1tion of th~ dnta ncquioiticm PIll:UIiIU-
ecru, Ull well as uuvelopment of data nnalysia techniques for more qunntita-
tive inturpretntl,uns of the thermomcchanicnl upectru. 
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FIGURE CAI'TIONS 
Figure IA - Digiti~ecl dumped 110ve fOl' polymer specimen in the glos sy region. 
Figure III - Di :litiztld clamped Have for the same polymer opecir,len in n transi-
tion region. 
Figure 2 - Syndiotoctic PMHA. Unacceptable scatter ill the data. Logarithmic 
decremtlnt and relative rigiclity vs. or. l'rehistory: heat to 423°K. 
Experiment: 423 -> 93 -> 423°K. Rate: 2°K/mill. 
Figure 3 - l'olyethylcnecarbonote (S-peak). CorrectionG made for an integral 
number of cycles. Logarithndc decrement and relative rigidity vs. T. 
Prehistory: heat to 393°K. Data: 236+93+21,7°K. Rate: 2°K/min. Referenca: 
Udipi, K., Gillham, J. K., and Tsuruta, T., "Poly(ethylene carbonate) and 
Poly(propylene carbonate): Transitions and Thermomechanical Spectra", J. 
App1. Polym. Sci., Un press). 
Figure 4 - Sallie e:r.periment as for Figu.e 3. Corrections made for phase angl". 
Figure 5 - Syndiotactic nU1A (neH specimen). Corrections made manually for 
non-linearity of optical transducer. Logarithmic decrement and relative 
rigidity vs. T. Prehistory: heat to 473°K. Experiment: 473 -> 93 + 473°K, 
Rate: 2°I</nun. 
Figure 6 - Some e:r.periment aG for Figure 5. Expanded scale - relative 
rigidity vs. T. 
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LOH FREQUCNCY 'flllmHOWlCHANICAL SPECTROHIl'rltY OF POLYHERIC HATE RIALS : 
COIll'UTERIZED TOI!SIONAL BRAID EXPERIMEN'fS. III. TACnC POLYNETHYLHETIlA -
CRYLATES. J. K. Gillham, and S. J. Stadnicki, Polymer Hateria1s Program, 
Department of Chemical Engineering, and Y. Hazony. Computer Center, Pr1.nce,ton 
University, Princeton, N. J. 08540 
INTRODUCTION. An automatnd instrument for torsional braid analysis (TBA) , 
which includes on-line reduction of data (1,2), was used to characterize 
amorphous syndiotactic, atactic and isotactic po1ymethy1methacry1ates at 
about 1 liz in the temperature range 473 -> 93°K. Nanually reduced TBA data 
for the ssme polymers, together with docume!ltation_of the synthesis of the 
polymers, their average molecular weights (Hw and Hn), and tactic contents 
(syndio-, hetero-, and iso-) have been reported previously (3). Character-
istics of the stereoregu1ar polymethylmethacrylates are summarized in Table 
I which includes assignments for the Tg and Ti3 transitiona made on the basis 
of the present data. 
Polymer-braid composite specimens were prepared by impregnating multi-
filamented glass braids in 10 percent solutions of the polymers in tetra-
hydrofuran (TUF, b.p. 66°c). Solvent was removed by heating the composite 
specimens to 1173°K at the rate of 2°I(/min. in f1O\~ing dry nitrogen gas 
(obtainec from a Dewar of liquid nitrogen). The thermomechanical spectra 
were then ob tained in a' nitrogen atmosphere Hhile cooling the 
solvcnt-free braid compos:l:tes to 93°K and then heating to 473°1( at a rate of 
2°K/min. The spcctra for the syndiotectic, atactic, and isotactic poly-
methylmethacrylates on cooling are presented in Figures 1, 2 and 3, respec-
tively, in terms of the temperature dependence of the relative rigidity 
(," elastic shear modulus, G' ) and logarithmic decrement (ll). This is the 
conventional mode for presentation of torsional pendulum data. 
HODES OF DATA PHESEN'fATION. Hhereas logarithmic decrement and relative 
rigidity as a function of tempe,ature are presented in Figures 1-3, Figures 
4-6 illustrate the same data in terms of G" and dG'/dT. This latter mode of 
data presentation has been found (1) to be the most consistent in the assign-
ment of transition temperatures. A summery of the transition temperatures 
for all three PHHA samples as de termined from the maxima of the various Modes 
of data e,:positiol1 is found ,in 'fable II. The assignment of transition tem-
peratures appears to conform to the follOl'ling trend: 
T(tano) = T(ll).<:. T(a).?. T(G") = T(dG ' /dT). 
EFFECT OF TACTIC7.TY ON TP~SITIONS. The general characteristics of the TBA 
spectra cotnpare ".mll >lith published >lork (II). exhibiting two distinct loss 
peaks above 93°I-C. Temperatures below 93°K are not accessible with the pres-
ent apparatus •... The glass transition temperatures (as determined from G" and 
dG I /dT data) aie assigned using the sharp loss peal~s at 399°K (0.68 Hz), 
38/1°K (0. 67Hz), and 334°K (0.81 Hz) in syndiotactic, atac,tic, and isotactic 
PHHA, respectively. Each loss peak is accompanied by a large rise in 
rigidity Hith decreasing temperature. The glassy-state loss peaks (l3-peaks) 
in syndiotactic and atactic P~lliA are broad and centered at 294°1{ (1. 25 Uz) 
and 297°K (1.24 Hz), respectively. The i3 relaxation in isotactic PH}~ is 
ill-defined and appears as a shoulder at around 280 OK (1. 4 Hz). The i3-peak 
for each of these polymers is accompanied by a Gmall but distinct rise in 
the rigidity l~ith decreasing temperature. It should be noted that the abso-
lute value of the relative rigidity at 10>1 tempecatures ('V 93°K) is about 
the same for all specimens, indicationg an approximately equal amount of 
polymer in each compobJ.te specimen. 
The secondary transitions appearing be101~ Tg have been attributed to 
the motion of ester side groups Hhich may include localized motions of the 
main polymer chain (3,4,5,6). 
The fact that the glass transition temperature of syndiotactic P~lliA is 
some 65°1( higher than that of isotactic PMMA, despite a higher density for 
the latter in the glassy state, has been considered to be due to intermolec-
ular geometrical interlocking of the syndiotactic chains (3,7), or alterna-
i j 
j 
I 
! 
I 
! 
I 
. 
! 
.tively to differences in intramolecular chain stiffness (4). It should be 
npted that the molecular weight of the isotactic sample 1.s some 30 times 
: that of both the ayndiotactic and atactic forms which, if anything, should 
have the effect of raising the glass transition temperature. The influence 
of molecular weight on the intensity of the fl-peak is not known. The aimilar-
ity of the thermomechanica1 spectra of atactic and oyndiotactic p}n·1A was not 
unexpected due to the small difference between them in microtaeticity con-
tent (50% versus 70% syndiotacticity). 
EFFECT OF PREHISTORY. A problem of concern to the mechanical spectroscopist 
is the determination of the moot suitable conditioning variables for specimen 
preparation. To obtain the relaxation spectrum of a polymer per> se, it is 
necessary to prepare the specimen in a manner which removes all occluded 
volatiles (e. g., solvent and absorbed moisture) without causing crosslinldng 
or degradation. Thermogravimetric analysis (TGA), often used to complement 
thermomechanica1 spectroscopy, is employed to determine temperature regions 
in which weight loss occurs. A more informative approach determines the 
volatile components upon heating by employing a pyrolyzer in series with a 
mass chromatograph (8) and an "on-tJ,e"-:ny" infrared spectrophotometer • 
Thermogravimetric analysis of isotactic PMMA showed a 1-2% weight loss 
in heating to 473°K after predrying to 1123°K. Hass chromatographic analysis 
of the volatile products of h~ating in the 433 to 473°K range indicated one 
major volatile component having a molecular weight of about 93 •. Monomer was 
not detected until above 523°K. A check of the synthesis procedure (3) 
indicated that petroleum ether (C5S and CGs) was used as one of the solvents 
for purification and was probably the volatile component in question. 
Figure 7 shows the thermomechanical spectra (logarithmic decrement vs. 
temperature) of a single specimen of syndiotactic PMHA after preheating first 
to 423°K and then to 473°K, respectively, at the rate of 2°K/min. Plastici-
zation by bound solvent is apparent. The glass transition temperature of 
the specimen dried more thoroughly is some 11 degrees higher. The secondary 
transition (298°K) does not appear to have been affected, but the observed 
differences in the loss levels at temperatures between 'fa and Tg and also 
at rulOooK are attributed to the presence of the small amount of diluent. 
EFFECT OF THERl1AL CYCLING. Figure 8 presents the thermomechanical spectra, 
G" and G' versus temperature for sYI'.diotactic Pl'IHA preheated to 473°K. Ex-
perimental data is displayed durin!> cooling to 93°K and subsequent heating 
to 473°K at 2°K/min. The thermohystereais in the G" loss data at low tem-
peratures may be due either to ).naccurate telllperacm'e assignment (thermal lag 
between the thermocouples and specimen) or to microcracking of the composit« 
specimen. Correct temperature';assignment is indicated at higher temperatures 
since the data lie on one curve:... Figure 9 illustrates a portion of the 
elastic shear modulus curve, Gf :., (shmon in Figure 8) 01\ an expanded linear 
scale. The irreversibility in (',he rigidity, upon first cooling to 93°K and 
then heating, is attributed to ~icrocracking of the composite specimen. The 
mechanism leading to these cracks may involve the thermal stresses I-1hic11 
arise from the different coefficients of contraction of the two phases of 
the specimen. PolY!llers l"ith bulky side groups are observed to be susceptible 
to cracking (3) probably because there are werucer cohesive forces between 
chains, par unit cross-sectional area, than for more compact molecules (9, 
10). The fracture mechanism may also involve penetration of trace amounts 
of water into small pores and its subsequent exp~~sion upon freezing. The 
moisture content of the "dry" nitrogen atmosphere was measured to be about 
5 PPM I"hich correspond£< to a frost point of about 207°K. In a similar ~ 
manner, occluded solvent could form voids upon freezing which could be sites 
for initiation of cracks. Alternatively, cracks may originate from the stress 
applied to initiate pendulum oscillations, particularly aL low temperatures 
where the side~groUll motions are frozen out. In any case, the loss leval 
would be exp'"cted to ~i;e higher aft",;: a crack,ref1ecting an increase in the 
ability oftha composite st::edmen to dissipate energy on deformation. In a 
like manner, the elastic modulus cm:ve I"ould be expected to be at a lower 
level on heating after cracking,indicating a less rigid structure. Indeed, 
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EFFECT OF H?O. Atactic PHHA was conditioned overnight ~i.t R'£ in a flowing Nz 
ntmosphere containing 300 PPH H20 ('\>1.2% It.ll.). A hYBromater (l'unametrl.cs 
Hodel 2000), capable of measuring to less than 1 PPI-I, was used to monitor 
the water contcmc continuously at ehe exle port of ehe TnA apparatus. 'l'he 
specimen was then taken through the temperature cycle, llT .~ {173 .~ 93 + {173"R 
at 2"K/min (Figure 10). The "wet" conditioning atmospher.e was changed to a 
flowing dry atmosphere containing less than 5 PPN H20 at 303"K durl.ng the 
cooling mode. TIle presence of this small amount of water had no effect on 
Tg, but a omsll y-peak centered around 170"K had developed. The derivative 
form of the logarithmic decrement, d!:JfdT, illustrates the presonce of the 
y-t:rnnsitlon in another way (Figure 11). 
DISCUSSION. Use of e" as the measure of loss in dynamic mechanical experi-
ments has been shown herein to give values for transitions which are identi-
cal with those obtained from the maxima of the derivative of G' with respect 
to temperature. Use of G" rather than other loss parameters appears to be 
partlcularly effective for investigating secondary transitions by reducing 
the response of the Tg relaxation. The G" mode would also appear to be the 
logical function to use in compal.'ing dyilamic mechanical and dielectric loss 
(e:") data. A further advantage ill its use appears to lie in the flat base-
line of G" vs. temperature curves which could provide opportunHies for com-
paring pealt ahapes and for resolving peaks quantitatively. 
For example, the data of Figure 12, l~hich compares G" vs. T plots for 
the syndiotactic, atactic and isotactic polymers, shows that the relative 
intensity of the {3-peak de~reases drastically wich increasing isotactic con-
tent. The speculation could be mada that completely isotactic polymer would 
not display a i3-peak. The similar shape ~ of the G" vs. T curves for the 
three polymers (Figure 12) il1dicates that C:he basic mech:mism of the i3-pro-
cess is the same for the three polymers and supports the validity of ex-
trapolating ill this fashion. The absence of a f3-pealt is noted for po1y180-
butylene (11) which also has an anomalously low glass transition temperature. 
The latter has been ascribed to a lack of spacial sites for geometrical in~ 
termolecular interlocking along the molecule (7) and this reason has also 
been suggested to explain the low Tg of isotactic PH}!A (3). 
The data presented above arc preliminary. Nevertheless the pOl.er of 
the computerized experiment and the scope of the investigation which may be 
undertaken have been demons trated. 
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Table I 
Characteristics of Stereoregu1ar Po1ymethy1methacry1ates 
'Ie 
Ho1ecular Weight (3) - Syndiotactic Atactic Isotactic 
Tactic Content (%) (3) 
syndio-
hetero-
iso 
Transition DaCa 
Tg, OK'\' 
Tf3' OK (Hz) II 
Tf3tTg 
Ratio of Peak Heights 
of the T6 to Tg 
Transition II 
Synthes:!:.§. (3) 
initiator 
T °c 
synthesis' 
83,200 
62,700 
1. 33 
70.1 
26.1 
3.8 
399 (0.68) 
294 (1. 25) 
0.74 
0.73 
f1uor<.:ny1 lithium 
-70 
105,000 
48,000 
2.15 
50.6 
41.7 
7.7 
384 (0.67) 
297 (1.24) 
0.77 
0.60 
* 
2,780,000 
1,200,000 
2.29 
o 
8.5 
91.5 
334 (0.81) 
'" 280 (1.4) 
> 0.84 
0.19 
pheny1magnesium 
bromide 0 
'\'Determined from G" and;, dG' tdT loss data (decreasing temperature). 
IIDetermined from G" 10i,s data (decreasing temperature). 
'Ie Source: Ce1lamer Associates (3). 
{; 
Table II 
Transition Data of Scereoregu1ar Polymethy1methacrylates'le 
PllilA dG'tdT G" t. tano 0\ 
Tg ...1JL 2!L -'!JL 2!L ..!fL..1L..!fL..1L 
Syndiotactic 
Atac.tic 
Isotactic 
399 
384 
334 
399 
384 
334 
294 403 298 403 298 
297· 388 297 388 297 
"'280 336 '''285 336 "'285 
'Ie 
Loss mayima in OK (decreasing temperature data). 
400 298 
384 297 
336 "'285 
Ii 
II I 
II 1 
II I 
II I 
II I 
II I 
'I, j LJ 
11 1 
'I I, 
11 
II 1 il 
111 
iii II i 
IJ J Ii 1 
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FIGURE ~IONS 
Figure 1. 
Figure 2. 
Figure 3. 
Figure 4. 
Figure 5. 
Figure 6. 
Figure 7. 
Figure 8. 
Syndiotactic l'MMA. } 
Atactic Pl.!MA. Logarithmic decrement and relative rigidity 
va. T. l'rehisotry: heat to 473°K. Experi-
Isotactic 1'M}~. ment: 473 + 93°K. Rate: 2°K/min. 
Syndiotactic PMMA.} Gil (upper) and dG' /dT (lower) vs. T. Same 
Atactic Pl·n-~. hxperiments as for Figures 1, 2 and 3, 
Isotactic P~n-~. respectively. 
Syndiotactic P~~~. Effect of thermal prehistory. 
Logarithmic decrement vs. T. 
Prehistory: heat to 423°K (x) and 473°K (+), (same specimen). 
E>''Periment: cool to 93°K. Rate: 2°K/mir ..• 
Syndiotactic P~n-~. Thermohysteresis. 
Gil and G' va. T. 
473 + 93 + 473 u K. 
Prehistory: heat to 473°1{.' Experiment: 
Rate: 2°K/min. 
Figure 9. Syndiotactic p~n·~. Thermohysteresis. 
G' VB. T (linear scale). Same experiment as for Figure 8. 
Figure 10. Atactic P~!A. Effect of H20 (300 PPM). 
Logarithmic decrement and relative rigidity vs. T. Prehistory: 
see text. Experiment: 473 + 93 + 473°K. Rate: 2°K/min. 
Figure 11. Atactic P~!MA. r;ffect of 1120 (300 PPM). Derivative of logarith-
mic decrement VB. T. Same experiment as for Figure 10 using 
data for 93 + 473°1{. 
Figure 12. Syndiotactic, Atactic and 
Prehistory: RT + 473. 
Rate: 2°I{/min. 
Isotactic PMMA. Gil vs. T. 
Experiment: 473 + 93°1{. 
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Isothermal Transitions of a Thermosetting System
J. K. GILLHAM and J. A. BENCI, Polymer Materials Program,
Department of Chemical Engineering, Princeton University, Princeton,
New Jersey 08540, and A. NOSHAY, Chemicals and Plastics Division,
Union Carbide Corporation, Bound Brook, New Jersey 08805
r
Synopsis
A study of the curing reactions of a cycloaliphatic epoxy resin/anhydride system by
torsional braid analysis showed the existence of two critical isothermal temperatures.
These are To„ (the maximum glass transition temperature of the thermoset system) and
T„ (the glass transition temperature of the material at its gel point). Two rheologically
active kinetic transitions occur during isothermal cure which correspond to gelation and
vitrification. Three types of isothermal behavior occur: if T,,,re > T,,,, only gelation is
observed; if T,W > T,,,,, > T,,, both gelation and vitrification are observed; if Teure <
T,,, only vitrification is observed. T„ corresponds to the isothermal cure temperature
at which gelation and vitrification occur simultaneously. Methods for determining the
time to gel and the time to vitrify, and also T,m and T,,, have been developed. The
time to gel obeyed the Arrhenius relationship, whereas the time to vitrify passed through
a minimum. Application of these results to thermosetting systems in general is dis-
cussed in terms of the influence of molecular structure on the values of T,m and T,,.
INTRODUCTION
A previous study' of the thermosetting reactions of the diglycidyl ether of
bisphenol A with four aromatic diamines led to conclusions which appeared
to be generalizations not limited to the specific systems studied. In
particular, it was demonstrated that three types of rheological behavior oc-
cur on isothermal cure depending on the temperature of cure relative to two
critical transition temperatures which were designated T„ and T,m. To
test the generalizations further, the present investigation examined another
type of thermosetting system, i.e., a cycloaliphatic epoxy resin/anhydride
formulation. Since the results of the present work fitted the earlier gen-
eralizations which are summarized in the present conclusions, they are not
repeated in this introduction. The technique which permitted the moni-
toring of the rheological changes which occur during the complete cure of a
reactive system as it changes from liquid to solid was torsional braid
analysis.2
EXPERIMENTAL
Reactants and Chemistry
The components used in the cure reaction of the epoxy resin/anhydride
system were: (1) the epoxy resin 3,4-epoxycyclohexylmethyl-3,4-epoxy-
951
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cyclohexane carboxylate (Bakelite Resin ERL-4211), (2) the hardener hexa-
hydrophthalic anhydride, (3) the initiator ethylene glycol, and (4) the
catalyst benzyldimethylamine. The names, codes, formulae, molecular
weights, boiling points, and formulation of these chemicals are listed in
Table I. All chemicals were obtained from the Union Carbide Corporation.
A summary of the mechanism and cure chemistry of the cycloaliphatic
epoxy resin/hexahydrophthalic anhydride system appears in a technical
bulletin which was published by the manufacturer.' The principal reaction
between the epoxy resin and hardener leads to the following polyester
structure:
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A certain amount of epoxide homopolymerization occurs in competition
with the formation of polyester linkages and leads to a polyether structure:
0	 COXH, S
S
COZCHz^
^0	 O\
In both structures, the crosslinks of the molecular network are provided by
the tetrafunctional epoxide. The anhydride reaction is initiated by active
hydrogen which is provided by ethylene glycol, and is catalyzed by base
which is provided by benzyldimethylamine. The mole ratios of epoxide
and hexahydrophthalic anhydride components used in formulations reflect
the relative amounts of the competing reactions which occur for the given
amounts of initiator and catalyst and give rise to optimum thermophysical
properties in the cured resins.
The chemicals were combined at room temperature as liquids in the order
epoxy (first), anhydride (at 55°C), ethylene glycol, and benzyldimethyl-
amine (last). No solvent was required since the viscosity was low. The
reactive mixture was stored under nitrogen in a freezer. The mixture
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was used to prepare specimens for torsional braid analyses by intermit-
tently warming to room temperature.
Torsional Braid Analysis
The low strain isothermal dynamic mechanical data were obtained at
about 1 cps by the technique of torsional braid analysis (TBA). 2 This
adaptation of the torsional pendulum involves a free-hanging composite
specimen consisting of a multifilamented (3600) glass braid and the
polymer system which is the subject of investigation. A specimen was
prepared in a dry box by impregnating a glass fiber braid with the reactive
mixture for 30 min at room temperature. The specimen was then mounted
in the TBA apparatus which was being maintained at a predetermined
constant temperature (=L 0.5° C). The remainder of the reactive mixture
was saved for successive experiments. Monitoring of changes in dynamic
mechanical behavior began within 2 min after introducing the specimen
into the TBA specimen chamber. The same specimen could be used for
determination of transitions in the cured polymer (while cooling to —130°C
and then heating) and for observing the effects of additional cure (by heat-
ing to 300°C followed by cooling). Flowing dry nitrogen gas was used as
the environment in all experiments.
Details of the theory, technique, methods of data reduction, and conven-
tions for presentation of data for torsional braid analysis have been pub-
lished.2
Results and Discussion*
Dynamic mechanical behavior of the epoxy resin/anhydride system
during isothermal cure at different temperatures is presented in Figure 1.
The curves are arranged in order of increasing cure temperature for the
purpose of easy comparison. Stacking the curves in this manner on a
logarithmic scale does not alter the shapes of the curves (since A log
[(constant)XI = A log X).
Analysis of the results presented in Figure 1 reveals the occurrence of
three different types of dynamic mechanical behavior. The first type of
behavior occurs at low temperatures and is characterized by the occurrence
of a single damping peak, B, which is accompanied by a one-step increase in
rigidity. As the temperature of cure is increased, a second damping peak,
A, becomes resolvable as shown by the 80°C cure isotherm. The relative
rigidity curves then show a two-step increase in rigidity corresponding to
damping peaks A and B. This represents the second type of behavior on
isothermal cure. Increasing the temperature further results in a broaden-
ing of damping peak B, and the first step of the two-step increase in rigidity
becomes relatively more dominant. Above a certain temperature, only a
single damping peak, A, and a corresponding one-step increase in rigidity
* Complications due to volatility of constituents of the reaction mixture have been
neglected in this analysis. Stoichiometry can be upset by selective volatilization of
components from specimens with large surface to volume ratios.
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Fig. 1. Rigidity and mechanical damping vs. time during isothermal cure of the cyclo-
aliphatic epoxy system in the temperature range of 50° to 249°C.
are observed. This corresponds to the third type of behavior on isothermal
cure. At still higher cure temperatures, damping peak A is not completely
definable owing to the high rate of reaction (i.e., when peals A , occurs at a
time less than 1 min after lowering the specimen into the TBA apparatus).
Damping peak A and its corresponding increase in rigidity are associated
with the gel point of the reactive system, whereas damping peak B and its
corresponding increase in rigidity are associated with vitrification (transi-
tion to the glassy state).
The first type of behavior is a result of an increase in molecular weight of
the prepolymer which causes its transformation from the fluid to the glassy
state before the onset of gelation. This behavior is apparent until the
temperature of isothermal cure is equal to the glass transition temperature
of the reactive system at its gel point, Too . At this point, the processes of
vitrification and gelation occur together. This follows since vitrification
occurs when the glass transition T,(t) of the reacting system equals the tem-
perature of cure and since (for a given reactive system) gelation occurs at a
constant conversion which is independent of temperature.
125°C
112°C
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TABLE II
Gelation and Vitrification Times Versus Isothermal Cure
Temperatures as Determined by Three Methods
Gelation time, min
Cure	 1/21A
temp.,	 Rigidity	 (log	 Damping
°C	 intercept rigidity)	 peak
Vitrification time, min
'/2A
Rigidity	 (log	 Damping
intercept
	
rigidity)
	 peak
50	 n.a.	 n.a. n.a. —b 1,950 1,250
60	 n.a.	 n.a. n.a. —b 950 650
80	 175	 230 215 350 420 395
100	 73	 102 91 205 275 255
112	 42	 47 43 90 106 100
125
	 25	 31 27 95 160 180
150	 7.4	 9.6 8.4 105 650 245
175	 5.5	 8.4 6.5 n.a. n.a. n.a.
201	 3.1	 4.7 3.8 n.a. n.a. n.a.
225
	 —e	 2.6 —° n.a. n.a. n.a.
249	 —w	 —e —e n.a. n.a. n.a.
a Difficult to measure experimentally.
b Rigidity intercept method ambiguous because unique linear extrapolation of log
rigidity vs. log time not possible.
n.a. Not applicable.
The second type of behavior occurs when the temperatures of cure exceed
TM at which temperatures the reactive system can pass through gelation
before vitrifying. Vitrification is due to an increase in crosslink density
after gelation. In this region, the materials pass from the fluid to the
rubbery and then to the glassy state.
The results also show (Table II) that the time of occurrence of gelation
decreases with increasing temperature. This is due to the increased rate of
reactions at higher temperatures. The time of occurrence of vitrification
reflects the competition between the increased rate of cure with increased
temperature and the increased degree of cure necessary for vitrification at
higher temperatures. Vitrification time is observed to pass through a
minimum value at 112°C. The occurrence of a minimum is presumably
the consequence of a decrease in reaction rate at high conversion.
The gelation and vitrification times were measured in the three ways
illustrated in Figure 2. These are designated rigidity intercept, '/2A (log
rigidity), and damping peak maximum methods. The times for gelation
and vitrification for each of the isothermal experiments as measured by the
three methods are tabulated in Table II. It is noted for both gelation and
vitrification at any isothermal temperature that the time of a transition
depends on the method of measurement and that the value of the time
generally increases thus: rigidity intercept time < damping peal: time
<'/2 A (log rigidity) time.
Since the chemical conversion at the gel point is constant for a given
reactive thermosetting system, it follows that the gelation time, t o , is a
^V
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Fig. 2. Methods for determining time to gel and time to vitrify: top, rigidity inter-
cept and '/zA (log rigidity) from relative rigidity curve; bottom, damping peak maxi-
mum from damping curve.
direct inverse measure of the overall rate of the reaction. The Arrhenius
relationship can be used to relate gelation time to.temperature by plotting
the logarithm of the gelation time versus the reciprocal of the absolute
temperature since tp = constant X eEl"', where E is the activation energy.
The plot of logarithm gelation time, measured by the three methods, versus
1/T°K is displayed in Figure 3. Three lines with the same slope appear to
fit the data. The apparent overall activation energy calculated from the
slope is 12.2 kcal/mole, a value which agrees with those obtained for other
epoxy systems.
Plots displaying the times to gelation and times to vitrification, measured
by the three methods, versus cure temperature are shown in Figure 4. The
gelation curves were extrapolated (dashed lines) to low temperatures by
using the Arrhenius relationship (see above). At cure temperatures below
the minimum irr the vitrification time, the vitrification curves were ex-
trapolated linearly (dashed lines). The intersection of each pair of the
extrapolated gelation and vitrification curves (paired according to the
method used for determining the transitions) is designated Too . The values
are tabulated in Table III. The values which result for T, differ but
little, in part because of the steep slope of the exponential gelation time
versus cure temperature relationship in the vicinity of Top . The procedure,
therefore, results in an accurate method for determining Too.
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TABLE III
Values of T„ Determined by Intersection of Gelation and
Vitrification Times Versus Cure Temperature Curves
	
Methbd	 T,,, °C
Rigidity intercept	 58
'/20 (log rigidity)	 58	 S
Damping peak	 57
4
• FROM 2 L ( LOG RIGIDITY )
• FROM DAMPING PEAK MAXIMUM
	
p FROM RIGIDITY INTERCEPT	 (80°C)( 100°C)
(112°C)
( 125°C )
(175°C)
	
q 	 O
( 201°C ) (150°C )
O
0
2.0	 2.1	 2.2	 2.3	 2.4	 25	 2.6	 2.7	 2.8	 2.9
I/T ( °K) X 103
Fig. 3. Arrhenius plot of log (time to gel) vs. T - 1 ( °K). Gelation time was ob-
tained by three methods: (1) rigidity intercept; (2)'/z0 (log rigidity); (3) damping
peak maximum.
The data points listed in Table II for vitrification times for isothermal
cure temperatures of 60° and 50°C do not appear in Figure 4 and do not lie
on the linear extrapolations of Figure 4. These data points are treated
differently for the reason that above T„ (and below T,m) the measures of
vitrification time involve measuring a change from a rubbery network to a
glassy structure, whereas below T„ measurements of vitrification time 	 d
involve measuring a change from a liquid to glassy structure.
CONCLUSIONS
The significance of the presently reported and of the earlier research' lies
in the generalities which appear to have been developed for reactive thermo-
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Fig. 4. Time to gelation and time to vitrification vs. temperature of isothermal cure
of the cycloaliphatic epoxy system. Gelation and vitrification times were obtained by
three methods: (1) rigidity intercept; (2) 1/2A (log ridigity); (3) damping peak max-
imum.
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setting systems. These depend on the existence of two critical tempera-
tures, Tpo and Tom, for isothermal cure. Three types of behavior can be
obtained on cure:
1. Teure < Too
Before the occurrence of vitrification, the rate of the reaction in the liquid
state presumably fits the Arrhenius relationship with the activation energy
which can be obtained by measuring times to gelation at isothermal tem-
peratures of cure above Tpo . After vitrification, the rate of reaction is
essentially quenched. A reactive thermosetting system should be stored
at temperatures well below Tpo so as to avoid gelation and provide a long
shelf-life. This is presumably the basis of "B-stage" technology.
An accurate method for determining Top is reported which involves find-
ing the point of intersection of the vitrification and gelation times versus
temperature of cure curves (Fig. 4). The method arose from the realization
that the vitrification and gelation times should coincide at an isothermal
temperature of cure which is equal to the glass transition temperature of the
reacting system at its gel point.
2. Tug < Teure < TGm
The rates of isothermal reaction are presumably the same before gelation
(in the fluid state) and up to the time of vitrification (in the rubbery state).
The reaction is essentially quenched on vitrification which occurs when the
glass transition temperature of the reactive system, To (t), equals the tem-
perature of cure, Teure. A consequence of this is that the system can only be
fully cured by reacting above Tom. This is shown schematically in Figure
5, which shows the anticipated relation between the temperature of iso-
thermal cure, TC1re , and the resultant glass transition temperature, To.
The value for the glass transition temperature of the fully cured thermo-
setting system, Toy,, is obtained most easily after curing above Tg.. A
convenient method for obtaining Tom is to obtain the thermomechanical
spectra after curing or postcuring above Tom.
3. Teure > Tom
The rates of reaction presumably obey the same Arrhenius relationship as
for Teure < Tom (before vitrification). Gelation occurs, but there is no
vitrification process.
The influence of the reactants on the nature of the cure is determined
not only by the inherent reactivity of the functional groups, but also by
the geometry and polarity of the growing chain segments which determine
the transition temperatures (Too , T o , Tom) of the reactive systems and
therefore the type (1, 2, and 3) of dynamic mechanical behavior ex-
perienced in isothermal cure. For example, for highly crosslinked or
rigid chain polymeric systems Told , or even Too , can be above the limits of
decomposition, and then only type 1 and type 2, or only type 1, behavior
would be observed. Only type 3 behavior can be observed at T > room
1	ISOTHERMAL TRANSITIONS
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Fig. 5. Schematic diagram of glass transition temperature, To, to be expected from
curing at isothermal temperature, Tcure . Note that the maximum value of the glass
transition temperature, T„W, is obtained only after heating to above T...
temperature for reactive prepolymer systems if T, is below room tempera-
ture (as for elastomers).
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Low-Temperature Relaxations
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Abstract
The dynamic mechanical relaxation behavior (1cps) of two series of amor-
phous polyolefins, —(CH 2 )m C(CH 3 ) 2 - and --(CH 2 ) m C(CH3 ) (CH 2 CH 3 )-
where m = 1, 2, 3 was investigated from 4.2°K to the glass transition. Most of
the polymers show a damping maximum or pleateau in the 40 to 50°K region.
Various mechanisms which have been suggested for cryogenic relaxations in
amorphous polymers are considered as they might relate to the polyolefins.
Two secondary relaxation processes above 80°K are distinguished. A relaxation
at about 160°K (0) in the second and third member of each series is associated
with restricted backbone motion. This process requires a certain degree of chain
flexibility since it is not observed in the first member of each series. A lower
Temperature process (y) is observed in each member of the second series and is
attributed to motion of the ethyl side group.
*Present address: Textile Research Institute, Princeton, N.J.
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INTRODUCTION
This study presents an investigation of the dynamic mechanical
relaxation behavior at 1 cps of two series of amorphous polyolefins,
—(CH Z ),nC(CH 3 ) 2 —and—(CH,),C(CH 3 ) (CH ZCH 3 )—where m = 1, 2, 3.
The intramolecular flexibility of the polymer molecules is varied by
increasing the number of in-chain —CH,—units between substituted
carbon atoms. Because of the absence of polar forces the results of
the dynamic mechanical study must be interpreted solely in terms
of geometric effects other than tacticity and crystallinity which are
absent. A previous study using a modified torsional pendulum (1 cps)
[1,2] has characterized the glass transition temperatures and also
indicated complex secondary relaxation behavior. Since these form
an important class of polymers, the mechanical relaxation measure-
ments have been extended down to 4.2°K in order to further elucidate
the secondary relaxation processes.
EXPERIMENTAL
The polymers were synthesized using the procedures of Kennedy
[3]. Because the polymers are not self-supporting at room tempera-
ture, and some members of the series were available only in small
quantities, the torsional braid technique [2] was used. Characteriza-
tion of the polymers and preparation of the composite polymer/braid
specimens have been described previously [1-3]. High-resolution
NMR measurements of polymer solutions show that the first two
members of each series are structurally pure. The structural
purity of the third member of the first and second series has been
estimated to be 65% and 92%, respectively [4]. Dynamic mechanical
measurements were made with a free-oscillating, inverted torsional
pendulum at about 1 cps [5] over the temperature range from 4,2°K
to the increase in damping which marks the beginning of the glass
transition region.
RESULTS AND DISCUSSION
All the polymers show a damping maximum or plateau in the 40
to 50°K region (5 process) with the possible exception of the third
member of the first series (Fig. 1). This process is more intense
for members of the second series than for the first. A plateau at
about 20°K is also observed for the first member of each series.
Various mechanisms have been suggested for cryogenic relaxations
r^
C {ui,
2 r	 (CH2)m 
C 
M-1
I
—(CH2)1" li —
t, /+CH2CEE,
M=1
0
2
m = 2
O_
x
d
2
LOW-TEMPERATURE RELAXATIONS	 257
QI	 I	 I	 i
0	 50	 100	 0	 50
	 100
TEMPERATURE K
FIG. 1. Relaxation behavior of amorphous polyolefins below 80°K, Series 1 and 2.
in amorphous polymers, and some are considered below as they
might relate to the polyolefins.
It is generally thought that classical rotation of methyl groups not
attached directly to the main chain can produce a mechanical relaxa-
tion below 80°K [6]. Few polymers with methyl groups attached
directly to the backbone have been studied at cryogenic temperatures.
Poly (dl-propylene oxide) exhibits a broad shoulder in mechanical
measurements at about 80°K (10,000 cps). From correlation of the
mechanical with dielectric and wide-line NMR data, this shoulder has
been associated with methyl group rotation [7]. Wide-line NMR
measurements indicate the onset of methyl group rotation in poly-
propylene at about the same temperature [8]. The corresponding
mechanical loss peak should be located at about 80°K (10,000 cps),
but this has not been observed [9]. A T, minimum in the wide-line
NMR of the first member of the first series has also been identified
with methyl group motion [10], and extrapolation of the Arrhenius
i
1
.f
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plot indicates the process would occur at about 95°K at 1 cps.* The
reason for the apparent absence of a mechanical methyl group process
at the predicted temperature is not understood. However, it would
appear that the b peaks can not be attributed to such a mechanism.
Several other types of processes can also give rise to cryogenic
relaxations. Polypropylene, the singly substituted analog of the first
member of the first series, shows a plateau of about 20°K (10,000
cps) [9] in mechanical measurements which has been attributed to
quantum mechanical tunneling of the methyl group in amorphous
regions about the rotational axis of symmetry [11]. A similar plateau
observed at about 20°K in two of the polymers in this study may in-
volve a similar tunnelling process.
Another mechanistic possibility does not involve specific side
group motion. Relaxations observed in the 40 to 50°K range in some
linear semi-crystalline polymers have been attributed to motion of
defects in the crystalline or ordered regions [12]. It has also been
suggested [13] that certain types of disclinations which may be pres-
ent in amorphous polymers can give rise to mechanical relaxations.
Finally, cryogenic relaxations have been observed in some sili-
cates [14], and the possibility that the b peaks observed in this study
arise either from the glass support, or from the composite nature of
the specimens, can not be ignored.
Above 80°K, the first member of the first series shows no sec-
ondary peaks while the second and third members each show a single
peak at 168 and 156°K, respectively (Fig. 2). The third member of
this series is not pure, and the shoulder at about 100°K may be attrib-
uted to the isobutyl and isopropyl side groups which are present as
structural impurities [4]. In the second series, the first member has
a single peak at 144°K and the second and third members each have
two peaks (Fig. 3). The purity of the third member of this series is
estimated at about 92% and it is felt that the assignment of two
separate processes is justified. The earlier study [1], which extended
only down to 80°K, reported similar results with the exception of the
third member of the second series where only a single temperature
was assigned.
Although the relaxation spectra appear complex, an interpretation
consistent with the relaxation behavior of other polyolefins can be
made. It is proposed that the single peak for the second and third
members of the first series and the higher temperature of the peaks
in the corresponding members of the second series (labeled p) can
be associated with restricted backbone motion. The single peak in the
*Pertinent to this discussion is the observation of a dielectrically active and yet
mechanically inactive low temperature relaxation for the second member of the first
series at 108°K (1 cps) [ 1 J.
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FIG. 2. Relaxation behavicr of amorphous polyolefins, Series 1.
first member of the second series and the lower temperature peak
in the higher members of this series (labeled y) are attributed to
motion of the ethyl side group. The temperature of the y process in
the first member is comparable to the process in polybutene-1 at
144 (r}
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FIG. 3. Relaxation behavior of amorphous polyolefins, Series 2.
133°K (200 cps) [15] and is higher than for the second and third mem-
bers of the series as a result of steric hindrance. Si-le group mo-
tion in the second and third members is less hindered, and the y
IOW-TEMPERATURE RELAXATIONS	 261
temperature is closer to that suggested for terminal ethyl groups
(about 105°K, 200 cps) [151.
The members of the first series do not exhibit a peak analogous
to the y which can be associated with the methyl side group. As
mentioned above, extrapolation of the wide-line NMR data for the
first member of the first series predicts such a relaxation should
be observed at about 95°K at 1 cps. However no peak is observed in
the mechanical measurements at this temperature. The reason why
a methyl side group process is absent in mechanical measurements
is not understood, although the symmetry of methyl group rotation
may be important. Other polyolefins with methyl side groups such
as polypropylene and hydrogenated hevea [15] also show no mechan-
ical side group relaxation.
It is proposed that the 0 peak, which is only observed in the second
and third member of both series, should be associated with restricted
backbone motion. Although the formal crankshaft motion [15] is for-
bidden in these polymers and also in—(CHZ),CH[C(CH3)3]CH,—which
exhibits a process at about 160°K [16], certain minimum chain flexi-
bility requirements must be necessary since the process is not ob-
served in the first members of the series. The constant ratio of the
Q temperature to the glass transition temperature for all four poly-
mers (Table 1) is further evidence that backbone motion is involved
and suggests that the G process is a precursor to the glass transition.
For example, the glass transition can be considered as a freeing of
the localized A motions permitting the entire chain to move coopera-
tively. The absence of a secondary process below the glass transition
in the first member of the first series, polyisobutylene (PiB), would
seem to contradict this interpretation. To find an explanation it is
necessary to consider more closely the nature of the glass transition
in PiB and the other polymers.
Two factors which are usually considered of prime importance in
determining the glass temperature of a polymer are intramolecular
steric hindrance and intermolecular interaction of dipolar groups.
Since the polyolefins are nonpolar the former should be the predom-
inant factor. The first member- of each series is highly hindered
sterically and from intramolecular considerations would be expected
to have the highest glass temperature. However in both series the
glass temperature of the first member is lower than that of the
second and third members. Another anomaly is encountered in the
comparison of vinylidene polymers—(CH,CR,)—with their more
flexibly vinyl counterparts—(CH,CHR)—. Thus the glass tempera-
ture of PiB (208°K at 1 cps [21) is much lower than that of polypro-
pylene (273°K at 1 cps [171). A comparison of PiB and polypropylene
with their chlorinated analogs, poly (vinylidene chloride) (T g = 288°K
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[181) and polyvinyl chloride) (T,, = 347°K [19]) is interesting. The
polar nature of these polymers should cause higher glass tempera-
tures but steric factors should be similar since the—C1 atom and
the—CH 3 group are almost the same size. Again the glass tempera-
ture of the more hindered polymer (i.e., that with two substituents on
alternate C atoms) is about 60° lower than that of the singly substituted
polymer. Similarly the glass temperature of poly(vinylidene fluoride)
(233°K [201) is much lower than that of poly(vinyl fluoride) (314°K
[18]), One possible explanation of these anomalies has been suggested
by Boyd and Breitling [211, The pendant methyl groups on alternate C
atoms of PiB are severely crowded. This crowding is best alleviated
when pairs of backbone bonds are distorted slightly (about 20°) from
either trans or gauche. The calculated barriers to transitions be-
tween trans and gauche states were found to be too high (much higher
than the trans = gauche barrier in polyethylene, for example) to
figure significantly at the observed glass temperature. Backbone
motions associated with the glass transition of PiB are therefore
thought to be very restricted compared to most polymers, and the
authors suggest that transitions between secondary minima asso-
ciated with the distorted trans or gauche conformations may be im-
portant.
It was suggested earlier that the glass transition could be con-
sidered as a freeing of local backbone motions (0 process) permit-
ting long segments of the chain to move cooperatively. Goldstein
[22] has predicted on theoretical grounds that a glass transition
should have a Tp < T s
 process. Matsuoka and Ishida [231 have shown
empirically that T„/T ., is a constant for many polymers including
polypropylene, poly(vinyl chloride) and poly(vinyl fluoride) [24]. It
is shown here that the second and third members of both polyolefin
series also fit this category. The validity of such a relationship
strongly supports the idea of a common glass transition mechanism.
Exceptions to the constant T,/T, relationship include PiB, poly(vi-
nylidene chloride) and poly(vinylidene fluoride). No secondary pro-
cess is observed in PiB or poly(vinylidene chloride) although a low
temperature shoulder on the glass peak has been reported for poly-
(vinylidene fluoride) [20]. This "anomaly” in the secondary relaxa-
tion behavior also points to a different glass transition mechanism
in the vinylidene polymers. If molecular motion associated with the
glass process in the vinylidene polymers is very restricted, as
suggested above, the barriers to motion over long chain segments
may not differ greatly from the barriers to local motion, and there-
fore the local processes would be observed at temperatures very
close to the glass temperature.
It is of interest to extend the ideas developed above to a discus-
r-
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sion of the glass transition temperature in polyethylene (PE). PE
does not have the steric hindrance of the vinylidene polymers and
hence would be expected to exhibit a secondary amorphous relaxa-
tion. The mechanical y peak in PE can be resolved into at 1-last two
components [25]. The lower temperature component at about 120°K
(1 cps) is associated with the crystalline phase and is thought to in-
volve chain reorientation at defects [26,27]. The more intense com-
ponent at 160°K (1 cps) is from the amorphous phase. Measurements
down to 4.2°K have revealed no additional amorphous relaxations
below 160°K although several crystalline peaks were observed [28].
If the 160°K process is then taken as Ta, a glass transition would be
predicted in the vicinity of 240°K (Ta/T g = 0.67, 1 cps) for amorphous
PE. This coincides with the temperature of the so-called 0 peak
observed in low density, branched PE and is in agreement with tine
glass temperature of PE suggested by Illers [25] and others [29,30].
The question of the glass transition temperature also arises in
other highly crystalline polymers. Like PE, polyoxymethylene (POM)
has a complex y relaxation that can be separated into at least two
components at 180° and 205°K (1 cps) with the higher temperature
component associated with the amorphous regions [31]. Admittedly
some modification of the empirical relationship between T a and Tg
may be appropriate for polymers without the C—C backbone. How-
ever as described above, the relationship predicts the glass transi-
tion of POM to be around room temperature, possibly corresponding
to the so-called , process at about 270°K (1 cps).
Previous considerations of the glass transitions for the two series
of polyolefins has led to a theory [1] in which intermolecular inter-
locking was proposed to be a dominant factor affecting the glass tran-
sitions for the second and third members of each series, but not for
the first. Dielectrically obtained activation energies for the glass
transitions of these polymers also indicated a different mechanism
for Tg in the first member of each series [1]. The results presented
here provide additional evidence for mechanistic differences in the
first member of each series through the absence of a major secondary
relaxation (0 process). In addition, extrapolation of the constant Ta/
T F ratio (observed for m = 2 and 3) to m = - predicts a T g for PE of
240°K. If this extrapolation is valid, it would indicate that T R decreases
only slightly with increasing values of m. Thus, the concept of inter-
molecular interlocking could be brought into question since the theory
predicts a T g for PE considerably lower than the other members of
the series as a result of the supposition that PE would not be ex-
pected to display intermolecular interlocking. However, criticism
of the interlocking mechanism, and conclusions regarding the glass
transition of PE, depend on the validity of the extrapolation of the
Ta/T g
 ration to nn = ^.
r-
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CONCLUSIONS
The mechanical relaxation behavior of two series of amorphous
polyolefins with the structures— (CHz),,,C(CH,),— and —(CHZ),,,C
(CH,) (CH2CH3)—where in 1,2,3, has been described. In the absence
of other structural variables such as polar forces, tacticity and crys-
tallinity, the results can be interpreted solely in terms of the molec-
ular flexibility in the bulk state:
I. Only members of the second series, which contain an ethyl side
group, appear to show a side group relaxation. No mechanical relaxa-
tion peak is observed which can be attributed to the methyl group.
II. For m - 2, the polyolefins exhibit a 13 relaxation which is asso-
ciated with local backbone motion. The temperature of the a process
is such that T,/T,, is a constant, and from his relationship the pre-
dicted glass transition temperature of polyethylene (m 	 is about
240°K.
III. For m = 1, the a peak is absent. This observation, together
with the unusually low glass temperature of these polymers, suggests
that a different glass mechanism is operative.
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Thermomechanical Behavior of a Polynorbornadiene
M. B. ROLLER* and J. K. GILLHAM, Polymer Materials Program,
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New Jersey 08540, and J. P. KENNEDY, Institute of Polymer Science,
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Synopsis
A high-temperature linear amorphous hydrocarbon polymer synthesized cationically
from 2,5-norbornadiene (bicyclo[2.2. I] hepta-2,5-diene), was studied thermomechanically
with respect to physical transitions and stability in nitrogen. The glass transition tem-
perature was determined to be 320°C (at less than 1 cps), which is probably the highest
known for a linear hydrocarbon addition polymer. The thermomechanical technique of
torsional braid analysis, together with thermogravimetric analysis, differential thermal
analysis, infrared analysis, and solubility studies, was used to investigate the sequential
events of the glass transition and degradation. The polymer is of particular interest
since it is a high-temperature plastic which in the bulk form would probably need to be
processed at high speeds in the vicinity of Ta in an inert atmosphere. The presence of
tertiary hydrogen atoms should render it amenable to degradation by the earth's en-
vironment.
INTRODUCTION
The cationic polymerization of 2,5-norbornadiene (bicyclo [2.2.1 ]hepta-
2,5-diene) (structure I below) has been interpreted to lead predominantly
to structure IV.'-' Ultraviolet, infrared, and proton magnetic resonance
spectroscopy have been used for structure determination. 1,2 The proposed
cationic reaction mechanism involves a transannular rearrangement (II
— III) of the initially formed intermediate (II), prior to the addition of
another norbornadiene monomer',':
R te + I I ^[o^j o- ^ OJ
I	 LL 7I	 III
—o
n
Probably for steric reasons, 1,2-enchainment does not occur. The product
was found to be amorphous on the basis of x-ray examination' , '; the mech-
anism was therefore considered not to be stereospecific. An examination
of models leads to the expectation that the bonds between cages would be
* Present address: Bell Laboratories, Whippany, New Jersey.
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equatorial-to-equatorial. The nortricyclene cage structure in the back-
bone confers a high degree of chain stiffness on the molecule and therefore a
high glass transition temperature on the material. The highly strained
substituted cyclopropane ring in the cage would be expected to reduce the
overall thermal stability of the structure while the presence of tertiary
hydrogens would be expected to provide sites for oxidative attack.
The present report presents a preliminary examination of the thermo-
mechanical behavior and thermal stability of the polymer. The techniques
used were torsional braid analysis (TBA) for the thermomechanical spec-
tra, 3 -5 differential thermal analysis (DTA) to monitor heat effects, thermo-
gravimetric analysis (TGA) to study weight loss, infrared analysis (IR) to
monitor chemical changes, and solubility studies to monitor crosslinking
and/or chain stiffening. All the studies were carried out with a heating
rate of 2°C/min, with the exception of DTA (OT/At = 20°C/min), and
all were performed in a dried nitrogen atmosphere. TGA was also studied
in air.
EXPERIMENTAL
Synthesis
Norbornadiene (bicyclo [2.2.1 ]hepta-2,5-diene) monomer (Matheson,
Colman and Bell) was distilled before use. Gas-chromatographic analysis
indicated greater than 98% purity and the presence of four or five minor
impurities.
Polymerizations were carried out in a dry box in stirred glass reactors
using a published procedure for obtaining noncrosslinked polymer.' The
catalyst, aluminum chloride, was dissolved in ethyl chloride (2.5% solution)
and was added slowly (1-2 ml every 2-3 min) to the reactor which initially
contained a homogeneous solution of norbornadiene (19.8 g) in ethyl chlo-
ride (130 ml) at —127°C. The temperature of the reaction medium in-
creased to no higher than —125.5°C during the course of the synthesis
(>1 hour). Polymerization started immediately after introduction of
POLYINORBORNADIENE 1
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Fig. 1. Gel permeation chromatogram of polynorbornadiene in tetrahydrofuran sol-
vent.
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catalyst, as detected by the development of haze. The reaction was termi-
nated by introducing precooled n-propanol. The product was washed thor-
oughly with methanol, filtered, and dried under nitrogen at 50°C. The
yield was 12.5%0
 (2.5 g). The material was soluble in toluene, benzene,
ether, and carbon tetrachloride. Its number-average molecular weight
was 9850, as measured by vapor pressure osmometry, which corresponded
to a degree of polymerization of about 100. Gel permeation chromatog-
raphy (GPC) data are shown in Figure 1; when treated as polystyrene,
Mn = 14970 and AdH, = 3.73. The infrared and nuclear magnetic
resonance spectra of the polymer are shown in Figures 2 and 3, respectively.
Techniques
The low-strain thermomechanical data were determined at less than 1 cps
throughout the range —180° to -x-500°C by the technique of torsional
braid analysis. 3–' The torsional braid analyzer is a free-hanging torsional
pendulum with the specimen consisting of a multifilamented (-3600) glass
braid impregnated with the sample polymer. The specimen is fabricated
in situ by removing solvent from a braid that has been soaked in a polymer
solution before mounting. The specimens for the pendulum were made by
using a 10% (wt/vol) solution of the polymer in benzene. Solvent was
removed from the composite specimens by heating in nitrogen to at least
200°C (see later) and cooling (AT/At = =j=2 0 C/min). Attached to the
lower clamp is a polarizer disc, the inertial mass, which when coupled with
another polarizer over a photocell, acts also as a "linear with angle" trans-
ducer to convert the mechanical oscillations into electrical signals.' The
mechanical oscillations and the analogue signals approximate damped sine
waves. The mechanical parameters are deduced from the character of the
analogue signals. For isotropic, homogeneous specimens subject to small
stains,
G'= K(11P2)
where G' is the in-phase elastic modulus, P is the period of oscillation, and K
is a constant dependent upon the geometry. The logarithmic decrement,
a measure of the ratio of energy dissipated to maximum energy stored on
mechanical deformation, is defined as
A = In (A,/A2) = ln (A 2/A 3) ... = In(Ai/Ai+i)
where A is the amplitude of deformation. Due to the composite nature,
the small size, and the irregular geometry of the specimens, the data dis-
cussed herein are presented in terms of the relative rigidity (=1/P 2) re-
placing G'. The logarithmic decrement (A) is presented as the mechanical
damping index, 1/n, where n is the number of oscillations between two
fixed but arbitrary boundary amplitudes in each wave (e.g., A i/A i+n = 20),
taken constant over any thermomechanical experiment; and 1/n is di-
rectly proportional to the logarithmic decrement (A = 1/n In [A i/A i+n]).
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The thermogravimetric analyses were performed in nitrogen and in air
using a du Pont 950 thermogravimetric analyzer. The differential thermal
analyses were run on a Mettler thermoanalyzer at 20°C/min in nitrogen.
The infrared study was performed on a single film held between two
sodium chloride plates. The holder, salt plates, and film were suspended
in the TBA oven in a nitrogen atmosphere and were heated at 2°C/min to
various "quench points," at which they were removed from the oven to a
nitrogen chamber held at room temperature, without being exposed to air.
The quenched specimen was examined M room temperature using a Perkin-
Elmer Model 237B grating infrared spectrophotometer at low scan rate and
normal slit opening. The specimen was returned to the nitrogen quench
stream and purged before being returned to the oven at the quench point,
after which the oven temperature was taken at 2°C/min to the next quench
point. The quench points were taken as significant temperatures in the
thermomechanical spectra.
The solubility studies used separate film specimens, each being taken at
2°C/min from room temperature to its quench point before being immersed
in solvent. The behavior of the thermally treated films in excess benzene
at 25°C was observed visually.
RESULTS AND DISCUSSION
Thermal Analyses (TGA and DTA)
A sample of the solution which was used to fabricate TBA specimens was
examined by thermogravimetric analysis in nitrogen and air. After drying
in nitrogen by heating at 2°C/min to 200°C, the specimen was cooled to
room temperature and run at 2°C/min to 500°C. The thermogram in
nitrogen shown in Figure 4 is essentially the same as those obtained in runs
made on the dry, powdered, "as received" specimen. A small, slow weight
loss started at 250°C and reached 6% by 370°C. The specimen started to
lose weight rapidly at about 410°C and was reduced to about 29% of its
original weight by 500°C where the rate of loss had diminished. In air,
an initial gain in weight began at 150°C, reached a maximum weight of
102% of the original at 240°C, and returned to 100% by 275°C. The
presence of the weight mximum was due to the competitive effects of the
addition of oxygen (presumably due to the formation of hydroperoxides at
the tertiary hydrogen sites) and the removal of both low- molecular weight
oligomers and of low molecular weight decomposition products. Just
above 280°C there was an increase in the rate of oxidative weight loss which
preceded a region of moderating rate. At about 425°C, there was another
increase in rate of loss which approximately corresponds to the thermal
degradation which was observed in nitrogen. The specimen was com-
pletely oxidized by 500°C and left no residue.
Differential thermal analyses (results not shown) were performed in
nitrogen in two stages. The dry powder was first taken at 2°C/min to
^I
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Fig. 4. Thermogravimetric analysis of polynorbornadiene in nitrogen and in air from
0° to 500°C at 2°C/min.
200°C (to simulate the drying step in the TBA'analysis) and then, after
cooling, was taken at 20°C/min to 500°C. An endothermic dip typical of
the glass transition temperature was evident in the vicinity of 300°C. The
exact position of the glass transition temperature was difficult to determine.
A large exotherm began at 420°C. The data were somewhat ambiguous
due to the large baseline drift and therefore are not shown. It is note-
worthy that at 20°C/min, the glass transition temperature and the deg-
radation processes were distinguishable.
Thermomechanical Analysis
The thermomechanical behavior of the polymer in dried nitrogen was
determined over the range —180° to +500°C. Figure 5 shows the behavior
of the specimen from —180° to 350° to 25°C after it had been preheated to
200°C in order to remove the benzene solvent and then precooled to
—180°C. The data for the latter precooling (not shown) and subsequent
reheating were not absolutely reproducible, although changes occurred at
the same temperatures. In the low-temperature region, there were multi-
ple damping peaks with maxima at —60° (see Fig. 6) and —140°C which
were accompanied by changes in the slope of the rigidity curve. A shoulder
in the broad glass transition damping peak at 225°C was also accompanied
by a drop in modulus. The glass transition (To) was characterized by the
large drop in rigidity and intense damping maximum at 320°C. The pre-
viously cited DTA study indicated an endothermic shift in this region
which is typical of TD . The glass transition temperature region was ren-
dered even more pronounced after heating to 350°C, as is shown by the cool-
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Fig. 5. Thermomechanical spectra of polynorbornadiene in nitrogen.
ing curves in Figure 5. Preheating the polymer to 350°C simplified the
pre-To region by eliminating the damping shoulder and increasing the mod-
ulus in the 200-250°C temperature range. Later studies, involving the
low-temperature casting of films, showed that the polymer was a poor film
former; heating above To probably altered the morphology and perhaps
improved the material properties of the polymer. A new specimen was
heated to 350°C in nitrogen and data were taken from +350° to —180°
to +500°C (Fig. 6, curves 1). Unlike the previous specimen, the data were
reversible on cooling from 350°C and subsequent reheating. On heating
above 350°C, the rigidity began to increase at about 370°C, displayed a
small maximum at 415°C, a large sigmoidal rise between 435° and 470°C,
and then decreased slightly to 500°C. The increase in rigidity at 435°C
was accompanied by a damping peak at 453°C after which the damping de-
creased sharply. The stiffening reactions were also detected as a large
exotherm by DTA (described above). Visual examination of the cooled
pyrolyzed specimen indicated that the polymeric material had been con-
verted to a smooth, glossy, black and opaque coating on the braid.
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Fig. 6. Thermomechanical spectra of polynorbornadiene in nitrogen.
Curve 2 in Figure 6 represents the cooling behavior of another specimen
after heating to 400°C. Note that preheating to 400°C shifted the glass
transition up 7°C to 327°C, and the damping peak was rendered narrower
and less intense than for the previous specimen which had been preheated to
350°C. The region below T, was unaffected. Increase in the temperature
of the glass transition and decrease in the intensity of the damping peak are
typical of the effect of increasing crosslink density in a polymeric system.
Narrowing of the damping peak is not typical but need not be unexpected if
some of the skewness of the peak was due to reactions occurring in the vicin-
ity of the glass transition temperature. The region below T, was unaf-
fected, presumably for the reason that the crosslink density, although suf-
ficient to affect the longer-range motions associated with the glass transition,
was insufficient to affect the more localized motions which are revealed by
the damping pattern below T,.' -1
Solubility Study
A study was undertaken to determine the temperature region to which a
film of the polymer must be heated in order to become insolubilized by
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chemical reactions (e.g., crosslinking or chain stiffening). Seven solutions
were prepared in small vials. The benzene in the solutions was removed at
reduced pressure overnight at 50°C. One specimen was kept as a control.
The other dried films were suspended in the TBA oven and taken, one at a
time, at 2°C/min from room temperature to various quench temperatures
in nitrogen. The quench temperatures were room temperature (control),
100°, 180°, 260°, 320°, 360°, and 400 °C.
 These temperatures correspond
to significant points on the TBA, DTA, or TGA plots. After quenching,
excess benzene was added to the vials, and after standing for a day the
contents of the vials were compared. The colorless control and 100°C
specimens were virtually the same. Thereafter, a yellow color developed in
the liquid which intensified with degree of heating to 320°C, without the
formation of visible gel. A small amount of swelled gel was evident in the
360°C specimen, indicating that chemical crosslinking or chain stiffening
occurred above Tp . A major portion of the 400°C specimen had gelled
and a brownish char was also visible. The fractions of polymer which had
been insolubilized by the thermal treatment were not determined.
Infrared Study
A qualitative infrared study was undertaken so as to correlate chemical
changes with those monitored by the other techniques. A film of the poly-
mer, formed by predrying slowly from a benzene solution to prevent bub-
bling before being further dried at reduced pressure at 50°C, was placed be-
tween two sodium chloride plates which were held together in an aluminum
holder. After obtaining an infrared spectrum (which was similar to that of
Fig. 2), the specimen was placed in the TBA oven and heated at 2°C/min
in nitrogen to quench points: 100°, 180°, 260°, 320°, 370°, 440°, and
500°C. Each infrared scan (not shown) was made after heating from the
previous quench point to the new one. There were no apparent changes
in the scans until 440°C, when the 3050 cm- 1 band, the 2875 cm -1 shoulder,
the 1730 cm- 1 band, the 1300 cm- 1 band, and the 800 cm- 1 band decreased
significantly relative to the 2925 cm- 1 band. Several bands in the 1200 to
850 cm- 1 region also appeared to be less intense. A new band appeared in
the 1600 cm- 1 region and indicated unsaturation.' The 800 cm- 1 band
has been attributed to the 2,6-disubstituted nortricyclene structure.'-"
The changes observed at the 440°C quench point show that a major break
down in the original nortricyclene structure had occurred, but the large-
peak remaining in the 2925 cm- 1 region suggests that a hydrocarbon struc-
ture still remains. The 500°C specimen scan displayed an almost total
disappearance of all but the most prominant of the original peaks which
were rendered weak.
CONCLUSIONS
The thermomechanical spectra of poly(bicyclo [2.2.1 ]hepta-2.5-diene), or
polynorbornadiene, reveal the glass transition temperature of 320°C (at
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less than 1 cps). This is probably the highest known To for a linear, soluble,
and fusible addition-type hydrocarbon polymer. It is also noteworthy that
by utilizing suitable heating rates, the glass transition and subsequent deg-
radation reactions can be separated. The onset of degradation at tem-
peratures just above To is not unusual for high-temperature plastics where
the submolecular motions (and therefore diffusive processes), which are
characteristic of polymeric materials, increase by orders of magnitude.6,6
The presence of low-temperature glassy-state relaxations indicates that
some mechanism of energy dissipation is active at these low temperatures.
Yet, the types of submolecular motions (crankshaft, rotations, oscillations)
which are currently considered to be the intramolecular origin of these re-
laxations must be limited in such a structure.
The polymer is of particular interest since it might be a high-temperature
plastic processible at high speeds in an inert atmosphere, provided that it
could be prepared at sufficiently high molecular weights with satisfactory
mechanical properties. The presence of tertiary hydrogen atoms in its
structure should render it amenable to degradation by the earth's environ-
ment.
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Thermomechanical Behavior of
Amorphous Tactic Methacrylate Polymers
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Abstract
Dynamic mechanical spectra (-180'_ > 140°0. — 1 cps) of amorphous stere-
oregular poly(methyl methacrylate)s and poly(t-butyl methacrylate)s with
assigned microtacticities are presented and discussed. An intermolecular argu-
ment ("interlocking") is invoked to account for the higher Tg of syndiotactic
vis A vis isotactic PMMA, in spite of the higher density of the latter at 30T. An
argument is presented to show that the TR/Tg ratio is not only a measure of the
degree of coupling of the To and Tg processes, but also of the degree to which
intermolecular factors influence these processes. The greater extent of the low-
temperature irreversibilities observed in the thermomechanical spectra of poly(t-
butyl methacrylate)s is attributed to the brittle character induced by the bulky
side groups which presumably weaken cohesive forces. Furthermore, internal
stress generation and brittleness of the polymers are shown to be connected to
freezing out of side group motions.
INTRODUCTION
A large number of investigations has been carried out to estab-
lish correlations between polymer microstructure and relaxation
phenomena [ 1 1. Amorphous polymers display at least two types of
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dispersion processes which generally have been assumed to result
frt- m segmental motions of the main chain, and from the motion of
side groups and/or more localized relaxation modes of the main
chain, respectively. Crystalline polymers display, in addition to the
relaxation processes associated with the amorphous regions, pro-
cesses which are associated with the crystalline regions. The exact
molecular mechanism of the relaxation processes, however, is not
well understood and continues to be controversial even for the most
extensively studied polymer systems such as the poly(methyl meth-
acrylates)s.
The thermomechanical behavior, as obtained by torsional braid
analysis [2], of atactic, syndiotactic and isotactic poly(methyl meth-
acrylate)s (PMMAs) and poly(t-butyl methacrylate)s (P-t-BMAs),
all with assigned microtacticities, is presented and discussed in
the present communication.
EXPERIMENTAL
Purification of Monomers
Methyl methacrylate monomer (Rohm and Haas Co.) was passed
through a column containing alumina (neutral grade, Woelm, W-200)
to remove the inhibitor (10 ppm methylethylhydroquinone) and was
collected over calcium hydride. The fraction boiling at 40°C and
100 mm Hg pressure was collected and stored at 0°C under helium.
Tertiary butyl methacrylate monomer (Polysciences, Inc.) con-
taining 100 ppm hydroquinone inhibitor was washed with 10% aqueous
sodium carbonate until a clear, colorless liquid was obtained. The
monomer was dried over sodium sulfate, then passed through a
column containing alumina (neutral grade) and collected over cal-
cium hydride. The fraction boiling at 60°C and 51 mm Hg pressure
was collected and stored at 0°C under helium.
Purification of Solvents
Toluene of spectrograde quality was distilled from and stored
over calcium hydride. Tetrahydrofuran (THF) (Fisher Scientific
Co.) was refluxed for 24 hr over potassium metal and was then dis-
tilled from lithium aluminum hydride.
Preparation of Initiators
Phenyl magnesium bromide (Alfa Inorganics), 3 M in diethyl
ether, was used without further purification. N-Butyllithium (Foote
' THERMOMECHANICAL BEHAVIOR 	 343
Mineral Co.), 1.6 M in hexane, was used as received. Fluorenyl-
lithium was prepared by the metalation of fluorene in THE with
n-butyllithium [3]. Sodium naphthalene was prepared from sodium
metal and naphthalene in THE solvent [3].
Polymerization Procedures
Poly (methylmethac ry late) s
The atactic polymer was obtained from Cellomer Associates,
Rochester, New York. The syndiotactic and isotactic polymers were
synthesized by procedures described in the literature [3,4 1.
Syndiotactic poly(methyl methacrylate). A mixture containing
1.66 g (0.01 mole) fluorene and 6.1 ml (0.0097 mole) n-butyllithium
in 500 ml of THE in a 1-liter 3-necked reaction flask was stirred
1 hr under argon at ambient temperature. The mixture was then
cooled to —70°C in a Dry Ice-acetone bath and 83 g (0.83 mole)
methyl methacrylate was added. The polymerization was carried
out for 6 hr to give a viscous solution which, after addition of 5 ml
methanol, was poured into 2500 ml cold petroleum ether to pre-
cipitate the polymer. The polymer was filtered, dissolved in ben-
zene, reprecipitated in petroleum ether, collected and vacuum dried
78 hr at 50°C to give 82.7 g (99.7 1/0 yield) white product.
Isotactic poly(methyl methacrylate). Argon gas was bubbled
through 32 g (0.32 mole) methyl methacrylate monomer dissolved in
425 ml toluene in a 1-liter 3-necked reaction flask. The mixture
was cooled to 0°C and 3.6 ml phenylmagnesium bromide initiator
was added. The mixture was stirred 4 hr to give a viscous solution
which was added to 2 liters vigorously stirred petroleum ether to
precipitate the polymer. The filtered polymer was washed with acidi-
fied methanol, then dissolved in benzene and reprecipitated in petrol-
eum ether. The polymer was vacuum dried 72 hr at 50°C to give
24.7 (82.3% yield) product.
Poly(t-butyl methacrylate)s
The three tactic polymers were synthesized by published proced-
ures [5].
Atactic poly(t-butyl methacrylate). The polymerization was car-
ried out in a 250-m1 4-necked flask under a continuous flow of argon.
Benzoylperoxide initiator (0.12 g, 4.9 x 10' mole) was added to a
stirred mixture of t-butyl methacrylate (71.1 g, 0.5 mole) in dry
	`_	 I
344	 HIRAN, GILLHAM, and GIPSTEIN
toluene (72 ml) at 70°C, and the polymerization was continued for
15 hr. The viscous mixture was poured into 6 liters of vigorously
stirred water to precipitate a white polymer. The polymer was
purified by repeated precipitation from acetone/water, then collected
and dried under vacuum at 50-60°C for 72 hr to give 56 g (78.8%
yield) product.
Syndiotactic poly(t-butyl methacrylate). The polymerization of
syndiotactic poly(t-butyl methacrylate) was carried out in a 500-m1
3-necked flask at —50 t 2°C inside a dry box under helium atmos-
phere. A stirred solution of 33.5 g (0.24 mole) t-butyl methacrylate
in 250 ml dry THE solvent was cooled to —50°C and 0.56 g (3.75 x
10 -3 mole) of freshly prepared sodium naphthalene initiator was
added. The polymerization was terminated after 4 hr by pouring
the mixture into 3 liters of rapidly stirred water to precipitate a
white polymer. The polymer was purified by repeated precipitation
from acetone/water to give 19.5 g (54.9% yield) of product after dry-
ing at 50-60°C for 48 hr under vacuum.
Isotactic poly(t-butyl methacrylate). A 1-liter 4-necked reaction
flask was heated above 100°C prior to the introduction of solvent and
monomer. Oxygen was excluded by maintaining a continuous flow of
purified argon over the solution during the polymerization. A solu-
tion of 32.5 g (0.23 mole) of t-butyl methacrylate monomer in 500
ml dry toluene was cooled to —50°C and 0.16 g (2.5 x 10 -3
 mole) of
1.6 M n-butyllithium initiator was added. The mixture was stirred
30 min, warmed to room temperature and poured into 3 liters of
vigorously stirred water to precipitate the polymer. The polymer
was purified by repeated precipitation from acetone/water followed
by vacuum drying at 50-60°C for 72 hr to give 24.5 g (75.4% yield)
of white product.
The theoretical elemental content of p-t-BMA, calculated for
^C 3H 14O2 +n , is 67.57% carbon, 9.93% hydrogen, and 22.50% oxygen.
The elemental analyses showed 67.19, 67.42, 67.47% carbon; 9.82,
9.78, 9.84% hydrogen: and 22.75, 22.15, 22.68% oxygen in atactic,
syndiotactic, and isotactic p-t-BMA polymers, respectively.
Molecular Weight Distribution
Molecular weight distribution and molecular weight averages
(number and weight averages) were obtained with a modified Water's
Associates GPC-200 Gel Permeation Chromatograph. The chromato-
graph was run under ambient conditions using THE at 1 ml/min flow
rate through columns packed with 10 6 , 10 5 , 104 , 10 3 , 250, and 60 A
polystyrene. Mw and M„ values, corresponding to chain extended
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molecular sizes based on polystyrene, were determined by a com-
puter-programmed analysis of the chromatograms.
Glass Transition Temperatures
Glass transition temperatures were measured with a du Pont 941
Thermomechanical Analyzer (TMA), a Perkin-Elmer 1B Differential
Scanning Calorimeter (DSC), and a Torsional Braid Analyzer (TBA)
[2l.
Stereochemical Assignments
The stereochemical assignments for the methacrylate polymers
were determined by a published procedure [6]. The three P-t-BMA
polymers were hydrolyzed for five days in 96% sulfuric acid to
polymethacrylic acids which were then esterified to polymethyl
methacrylates with diazomethane [7]. The NMR spectra of the
methacrylate polymers were then obtained in o-dichlorobenzene at
148°C with a Varian HA-100 spectrometer using hexamethyldisilox-
ane as an internal standard. The peak areas due to the a-methyl
protons in the isotactic, heterotactic, and syndiotactic triads at
6 = 1.22, 1.05, and 0.91 ppm, respectively, were measured with a
planimeter and by a weighing technique.
Dynamic Mechanical Spectra
Thermomechanical spectra were obtained by torsional braid
analysis (TBA) [2]. Polymer-braid composite specimens were pre-
pared by impregnating multifilamented glass braids in 10°Io solutions
of the polymers in THE (bp 66°C). The solvent was removed by
heating (OT/At = 2°C/min) the composite specimen to 200°C [for
poly(methyl methacrylate)s] or 145°C [for poly(t-butyl methacry-
late)s] in flowing dried nitrogen. These temperature limits were
determined using TGA runs which were carried out under flowing
nitrogen (75 ml/min) at 2°C/min heating rate using a du Pont 950
TGA unit. The thermomechanical spectra were obtained in a nitro-
gen atmosphere while cooling the solvent-free braid composites to
—180°C and then heating to 200°C or 145°C at a rate of 2°C/min.
RESULTS AND DISCUSSION
Molecular weight averages (M W , M,), tacticities, and glass tran-
sition temperatures of the polymers investigated in this study are
shown in Table 1. Quotation marks have been used to emphasize the
fact that the polymers are not completely the designated tactic forms.
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The results of thermogravimetric and torsional braid analyses
are shown in Figs. 1-9.
POLY ( METHYLMETHACRYLATE)S
1.0 L
0
	
50	 100	 150	 200	 250	 300	 350	 400	 450
TEMPERATURE, l °C 1
FIG. 1. Thermogravimetric analyses of poly(methyl methracylate)s.
Poly(methyl methacrylate)s
Relaxation phenomena in PMMA polymers have been studied by
a number of investigators. Table 2 is a summary of some of their
findings with respect to designation, microtacticity, density, melt-
ing point (T m), glass transition (T g) and glassy-state transition
temperature (Ta). The table covers investigations carried out pri-
marily at low frequencies and in particular includes studies re-
ported after 1967. More extensive reviews of the literature up to
1967 can be found elsewhere [1,81. The designations have been
taken directly from the literature; when not accompanied with ex-
plicit microtacticity assignments, they are based on procedures
used in synthesis; for example, authors have designated a polymer
obtained by conventional free-radical polymerization as atactic.
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Assignments for isotactic and syndiotactic forms were first based
on X-ray analysis of fiber diagrams [9,101 and later, by high-reso-
lution nuclear magnetic resonance of solutions. Polymers have often
been designated isotactic or syndiotactic depending upon only the de-
tails of the synthesis.
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FIG. 2. Thermogravimetric analyses of poly(t-butyl methacrylate)s.
The general characteristics of the TBA spectra shown in Figs. 3-5
compare well with the dynamic mechanical and dielectric loss spec-
tra which have been published. The spectra indicate that there are
two distinct types of motion above -180°C in each polymer which
are revealed by the two loss peaks. The sharp peaks at 127°C
(-0.2 cps), 115°C (`0.2 cps), and 55°C (-0.3 cps) in syndiotactic,
atactic and isotactic PMMA, respectively, are associated with the
glass transition temperatures of these polymers and are accom-
panied by sharp decreases in rigidity. The lower-temperature
(glassy-region) loss peak in atactic and syndiotactic PMMA is
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FIG. 3. Thermomechanical spectra of atactic poly(methyl methacrylate).
broad and centered at -20°C (0.5 cps), and ~25°C (0.5 cps), respec-
tively. In isotactic PMMA, it is not as pronounced and is partially
submerged with the glass transition peak. It appears as a shoulder
at -0°C (0.6 cps). These glassy-region loss peaks have been attrib-
uted to the motion of ester side groups and/or localized motions of
the main chain [1,11-14].
cX
W
I	 ^Z
cD
Z
a
a
0JQ
10 Z
Q
2
V
W
2
10-2
J 10-3
250
HIRAN, GILLHAM, and GIPSTEIN
SYNDIOTACTIC POLYMETHYLMETHACRYLATE
° x ° x o x o« o o« 
««O° qua
m^
RIGIDITY	 #
x
x
0.25 CPS
b
ao
1
	
x 	 x
Mr,, = 83,200
	
0 3	 00
_	 1	 p	 xo
MW = 1.33
	 x 	 \'h,4 xW
M^	 Xq0
0
§0 xo0
dr
x°
°	 ^DAMPING
oa
o
x°	 N2 ATMOSPHERE
0	 AT/At = 2° C/ MINUTE
° x	oINCREASING TEMPERATURE
DECREASING TEMPERATURE
-200 -150 -100 -50	 0	 50	 100	 150	 200
TEMPERATURE, (°C)
FIG. 4. Thermomechanical spectra of syndiotactic poly(methyl methacrylate).
The T m of isotactic PMMA is reported to be 160°C [91; however,
the TBA spectra did not display changes that could be associated
with the crystallization or melting transitions. The absence of
crystallinity in the isotactic PMMA was presumably a consequence
of the rate of cooling (2°C/min), i.e., time effects. No change, how-
ever, was observed in the subsequent thermomechanical spectra of
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FIG. 5. Thermomechanical spectra of isotactic poly(methyl methacrylate).
a specimen which was left overnight at 120°C to facilitate crystalli-
zation. The T m of syndiotactic PMMA is reported to be above 200°C
[9] (which is beyond the upper temperature limit of the present in-
vestigation). However, leaving the syndiotactic PMMA overnight at
150°C did not lead to differences in its thermomechanical spectra
either. Under these conditions, the isotactic and syndiotactic PMMA
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specimens appeared to behave as amorphous materials. The high
degree of reproducibility of data (in the direction of both cooling
and then heating) provides further evidence for the absence of crys-
tallinity. That isotactic and syndiotactic PMMAs do not crystallize
with ease has been indicated also by others [4l.
The types of relaxation below T. that have been reported for
PMMAs are side-chain, a-methyl and ester-methyl relaxations.
Also, in samples containing moisture, a water peak is observed in
the vicinity of —100T [1].
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In the present study, samples were dried, and experiments were
carried out in a flowing dried nitrogen atmosphere. The a- methyl
and ester-methyl relaxations are reported to occur at very low tem-
peratures [1 which are not accessible by the present apparatus.
The one peak observed below T,, is presumably due to the motion of
the ester side chains. However, the exact nature of the ester-side
chain motion is controversial. It has been suggested that the moving
unit in the side chain relaxation involves in addition to the side chain
itself, a segment of the backbone chain [11-13]. In another study [141,
the motion of ester group was interpreted to be a consequence of the
rotational isomeric movement of the O—CH, group as well as the
rotational isomeric movement of the ester group as a whole. As will
be discussed later, the present study indicates that there is a cou-
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pling of motions which are responsible for the glassy-region transi-
tion with the main chain motions which are responsible for the glass
transition.
A comparison of the TBA spectra shown in Figs. 3-5 shows the
close similarity of the spectra of the atactic and syndiotactic PMMA
polymers (Fig. 6). This arises from the high degree of syndiotacticity
of the atactic polymer (Table 1). Similarities in the spectra of atactic
and syndiotactic PMMA polymers have been observed also in dielec-
tric studies [151.
Poly(methyl methacrylate) is the well-known example where tac-
ticity has a significant effect on the glass transition temperature of
the polymer. It has been shown that T. increases as the syndiotactic
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content of the polymer increases (16-18) (Table 2). This phenomenon
makes it necessary to report the microtacticities of investigated
samples. Otherwise, comparison of published data becomes ambig-
uous. In fact, even the solvent involved in obtaining the NMR spectra
should be noted since disparities have been observed between indices
of tacticity found for the same sample in different solvents [6].
The present observations are in accord with the literature in that
the polymer with the highest syndiotactic content (Table 1) has the
highest T g
 (127°C). The T. for the isotactic polymer (55°C) is some
72°C lower.
To account for the striking differences in the relaxation behavior
of syndiotactic versus isotactic forms of PMMA, a number of expla-
nations has been proposed. One of the earliest observations of such
a difference was noted in a study of the dielectric behavior in dilute
solutions [19]. It was observed that isotactic PMMA, in contrast with
the syndiotactic form, displayed higher molar polarization, shorter
relaxation time and narrower spread of relaxation times. A plausible
explanation (although noted to be inadequate) was suggested in terms
of a higher degree of freedom to rotate about the main chain bonds in
the isotactic polymer. In another study [20], the greater peak width
of NMR absorption lines arising from a-methyl and methoxyl group
protons (in 12% solution in chloroform) in predominantly syndiotactic
polymer was also attributed to differences in freedom of molecular
motion.
It is to be noted that these arguments are based on solution studies
and utilize intramolecular factors alone. That intramolecular fac-
tors will still be the only operating factors in the bulk state is ques-
tionable. It has been argued [18] that since estimation of the cohesive
energy density of stereoregular forms of PMMA does not indicate a
large difference [21], intermolecular interactions in the solid should
not be an important source of the different behavior. However, it
must be pointed out that the determination of the cohesive energy
densities from intrinsic viscosity data, or for that matter from
swelling experiments, depends upon the solution behavior of the poly-
mer segments and a direct extension of bulk behavior must be exer-
cized with caution.
The glass transition is a bulk property and it is generally believed
to be a manifestation of longer range motions of the polymer back-
bones. It has been observed that in a number of vinyl polymers of
type —^-CH2-CXY__) T g
 varies with tacticity when neither of the two
different substituents (X and Y) is hydrogen [22,23]. This difference
has been interpreted in terms of a larger difference in energy levels
between rotational isomers in the syndiotactic chain (which appar-
ently arises only when the two different substituents, X and Y, are
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not hydrogen). Theoretical investigations of the dependence of con-
formational energy potentials as a function of angles of internal rota-
tion around C—C bonds of the main chain of stereoregular PMMA
are reported to show that isotactic PMMA structure leads to broad
and flat minima, whereas the minima in syndiotactic PMMA are
narrow and a small change in the angle of rotation corresponds to
a high potential [24]. It was also concluded from these observations
that isotactic PMMA is more flexible (can undergo twisting motions)
than syndiotactic PMMA.
That the glass transition temperature of isotactic PMMA is lower
than that of syndiotactic PMMA implies that submolecular motions
occur more readily in the former than in the latter. Therefore, it
has been natural to look for explanations in terms of intramolecular
effects such as chain flexibility which could account for this observa-
tion. The above-cited arguments all point out that the isotactic chain
is perhaps less stiff than the syndiotactic chain and can therefore
undergo motion more readily. However, measurements of 0-dimen-
sions and small-angle X-ray scattering data are reported to show
that the flexibility difference between the tactic configurations is so
small that it cannot be the main reason for the large difference in
transitions [25,26]. Furthermore, explanations which have been pre-
sented in the literature neglect the peculiar fact that the density of
amorphous isotactic PMMA is greater than that of the amorphous syndio-
tactic PMMA [1,4,10,27,28]. (At 30°C, p amorphous, iso = 1.22 g/cc;
P amorphous, syndio = 1.19 g/cc [10,27]. In one study [29] this fact was
realized with concern, but no interpretations were advanced. As dis-
cussed below, this difference in density offers another explanation
for the differences in the transitions of the isotactic versus syndio-
tactic PMMA samples in terms of an intermolecular (geometrical
interlocking) argument.
The fact that the density of isotactic PMMA is greater than that
of syndiotactic PMMA indicates that packing must be more efficient
in the isotactic polymer. This would imply (other things being equal)
that electrostatic forces are greater in the isotactic polymer. One
might therefore expect a higher glass transition temperature for
the isotactic polymer which is, in fact, not the case. The factors
responsible for the low T Q
 of isotactic polymer must be the
inherent flexibility of the single molecule and/or more geometrical
interlocking with the syndiotactic polymer. Although, as discussed
above, the literature indicates that isotactic polymer is a more
flexible molecule, there is evidence that the predominating factor in
determining the glass transition temperature can be the geometrical
interlocking of the polymer molecules [30,31]. It must be noted that
interlocking does not necessarily lead to greater density; there is a
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distinction between packing and interlocking. A pack of pencils, for
example, represents an efficient (i.e., dense) packing without inter-
locking. By analogy, the lower T g of the isotactic PMMA, despite its
higher density compared with the syndiotactic PMMA, can be inter-
preted in terms of less geometrical interlocking in the isotactic
polymer. In the syndiotactic PMMA, main chain motions would then
be hindered more by the geometrical intermolecular interlocking of
the side groups.
One consequence of the difference in packing is a smaller free
volume for the side groups in the isotactic polymer. Therefore, it
would be reasonable to assume that the side-group motions in the
isotactic polymer cannot take place as intensely as in the syndio-
tactic polymer, not at least until T g
 is approached. This assumption
is substantiated by the much smaller intensity of the glassy-region
loss peak in the isotactic PMMA (Fig. 6). The onset of the intensi-
fied side-group motions as T g
 is approached may be the reason for
the enhanced intensity of the T. peak in the isotactic PMMA (Fig. 6).
Hitherto, it was assumed that the shallow nature of the glassy-region
loss peak in the isotactic polymer was because it was submerged
with the glass transition [1]. The present argument, however, indi-
cates that this can be a consequence of the efficient packing in the
isotactic polymer. A similar argument based on differences in den-
sity and packing was proposed in 1961, but only to justify a failure
to observe the glassy-region transition in the isotactic PMMA [32].
Additional support for the interpretation of the glassy-region relaxa-
tion behavior in terms of a "packing" hypothesis comes from the
observation that in stereoblock PMMA polymers (synthesized accord-
ing to published procedures [4,91) there occurs a splitting of the
secondary dielectric loss peak; the splitting being more pronounced
in the sample with the higher syndiotactic content [12,17]. Assuming
that the syndiotactic PMMA is bulkier (i.e., less efficiently packed)
than the isotactic form, it was argued that an isotactic sequence
which lies between syndiotactic sequences in a stereoblock PMMA
should have a larger free volume, (bulky syndiotactic groups acting
as "spacers") [12,17]. Thus, the relaxation time for the isotactic
peak becomes shorter, shifting the isotactic peak to a higher fre-
quency and leading therefore to the observed splitting. No splitting
of the glass transition peak is observed since it involves longer-
range motions (i.e., the unit for segmental motion is much longer
than the isotactic and the syndiotactic sequences in the stereoblock
PMMA).
If one were to interpret the glassy-region relaxation in the PMMA
polymers as being due to a simple side-group motion, then the free-
volume arguments based on packing differences presented above
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would predict the location of this relaxation peak to be at a lower
temperature in the syndiotactic PMMA than in the isotactic PMMA.
This is because the free volume for the side groups will be favorable
for their freer motion in the syndiotactic polymer; syndiotactic
groups of one chain act as "spacers" for the syndiotactic groups of
neighboring chains. That the relaxation peak in the syndiotactic
polymer appears to occur at a higher temperature (~25°C) is indica-
tive of either a longer range or more restricted motion which can
be attributed to the nature of the motion responsible for this relax-
ation peak; it apparently incorporates a segment of the main chain
whose motion is hindered by geometrical interlocking and thus
shifted to higher temperatures.
Table 3 shows the ratios of the glassy-region relaxation tempera-
ture (T O) to the glass transition temperature (T g) in the PMMA and
TABLE 3
Transition Temperatures of the PMMA and P-t-BN1A Polymers
Polymer Tg (K) To (K) TO/Tg
Atactic PMMA
Syndiotactic PMMA
388 (-0.2 cps)
400 (-0.2 cps)
^293 (0.5 cps)
-298 (0.5 cps)
0.76
0.75
Isotactic PMMA 328 (-0.3 cps) -273 (0.6 cps) 0.83
Atactic P-t-BMA 397 (^-0.4 cps) -293 (-0.85 cps) 0.74
Syndiotactic P-t-BMA 388 (-0.4 cps) -293 (-0.25 cps) 0.76
Isotactic P-t-BMA 385 (-0.5 cps) -293 (^0.85 cps) 0.76
P-t-BMA polymers as obtained in the present study. It is to be noted
that the ratio is a constant (-0.75), except for the isotactic PMMA.
The constancy of T,/T, implies a common glass transition mechan-
ism in these polymers except for the isotactic PMMA. The
mechanism of the glass transition in the Isotactic PMMA could be
different in that, as stated earlier, geometrical intermolecular inter-
locking does not appear to be as significant with this polymer, and
hence a p-process, in the sense of freeing the localized motions to
free the chains from intermolecular interactions, is not such a major
precursor for the onset of longer-range cooperative motions of the
main chain. It follows that the 0- relaxation for the syndiotactic poly-
mer incorporates the motions of the ester side group with the main
chain to a greater extent than is the case for the isotactic polymer.
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The following trends are of importance:
(1) In the syndiotactic PMMA, the 0-process (-25°C) involves, in
addition to the side groups, a segment of the main chain and is thus
coupled with the glass transition process. Both processes are influ-
enced by geometrical interlocking. The Ta/T Q ratio is 0.75 which is
displayed by the majority of the methacrylate polymers in the pre-
sent study.
(2) In the isotactic PMMA, as a consequence of efficient packing
with this polymer, the ^-process is influenced by the glass transi-
tion process in the sense that side group motions take place more
readily as T q is approached. However, neither process is as influ-
enced by intermolecular geometrical factors since these are not as
significant with this polymer. The T./T, ratio is 0.83.
The conclusion of these observations is that the Ta/T g ratio is
not only a measure of the degree of coupling of the T. and T g
 proc-
esses, but also of the degree to which intermolecular factors, simul-
taneously or independently, influence these processes. It is evident
that coupling of the processes increases the ratio. But, coupling in
the absence of major intermolecular interactions as in the case of
isotactic PMMA increases the ratio even more. This is not surpris-
ing. In fact, if coupling of the 0-process with the T g process were to
take place in the total absence of intermolecular interactions (i.e.,
limit of isolated chains), the ratio should become 1.0 since in such
a case the onset of the ^-process would mean the onset of the main
chain motions. On this basis, in linear amorphous polyethylene where
there are no polar forces, no geometrical interlocking, but high
flexibility, since no motion which does not involve a segment of the
main chain is feasible, there is perfect coupling of local and main
chain motions and the glass transition process should occur with the
0-process. Furthermore, it is interesting to note that amorphous
polyisobutylene ^CH Z — C(CH 3 ) z 4„ and amorphous poly(2-methyl-l-
butene) ^CH Z — C(CH I) (C 211 14 n which are nonpolar, cannot interlock
geometrically [311 and are stiff, do not show a 0-process [33 1. These
observations imply that the 0-process perhaps involves freeing of
intermolecular interactions and its observance is dependent upon
the type and degree to which these are present.
The foregoing discussions point out that intermolecular effects,
such as packing and geometrical interlocking, should be considered
to be important factors in influencing transitions in polymers, and
in particular those of the poly(methyl methacrylate)s.
Poly(t-Butyl Methacrylate)s
P-t-BMA polymers have received little attention compared to
PMMAs. The limited published data on the transitions is summar-
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ized in Table 4. It is to be noted that microtacti cities of the P-t-BMA
samples were not reported in these earlier studies. The present
study is therefore of special interest.
As can be seen from the NMR microtacticity assignments in
Table 1, the syndiotactic content of the atactic P-t-BMA sample is
greater than its heterotactic content, whereas the heterotactic con-
tent of the syndiotactic P-t-BMA sample is greater than its syndio-
tactic content. The reason for the designated nomenclature is that
the P-t-BMA polymer, which is designated as "atactic" despite its
higher syndiotactic content, when converted to methyl methacrylate
polymer, displayed an NMR spectrum which was similar to that of
conventional PMMA (see Table 1). It is interesting to note, however,
that the P-t-BMA polymer with the highest degree of syndiotacticity
displayed the highest glass transition temperature, as in the case of
PMMA polymers (Table 1).
Figures 7-9 show the TBA spectra for the P-t-BMAs when sub-
jected to two different thermal cycles. They show that, like PMMAs,
P-t-BMAs also display two distinct types of motion in the tempera-
ture range investigated. The high-temperature relaxations of the
glass transition are observed around 124 (~0.4 cps), 115 (-0.4 cps),
and 112°C (-0.5 cps) in atactic, syndiotactic, and isotactic P-t-BMAs,
respectively. It is to be noted that the difference in values of T,, be-
tween syndiotactic and isotactic polymer is not as pronounced as in
PMMAs. The lower-temperature a peaks are centered around 20°C.
The smaller intensity of these glassy-region loss peaks in P-t-BMAs
compared to PMMAs is presumably due to the bulky nature of the
tertiary butyl groups. The forms of the thermomechanical spectra
are those to be expected of amorphous polymers.
Unlike the TBA spectra of PMMAs, the spectra in P-t-BMAs dis-
play acute irreversibilities at low temperatures. This is evidenced by
the hysteresis loops in rigidity. Furthermore, on cooling, the
rigidity displays an apparent decrease in magnitude as —180°C is
approached. This is indicative of cracking. Repetition of the experi-
ments by impregnating the braids in less-concentrated (5% instead
of 10%) solutions did not eliminate the occurrence of these phenom-
ena. This brittle character in P-t-BMA polymers is a likely conse-
quence of the bulky t-butyl side groups which presumably weaken
cohesive forces. It is displayed to a lesser extent by PMMAs [341.
Similarly, whereas polyisobutylene gives reversible TBA spectra,
poly 2-methyl-l-butene displays irreversibilities [30}. TBA spectra
of polystyrene also display irreversibilities [341.
Experiments in which samples were cooled to temperatures where
the side-group motions are presumably only slowed down rather than
being frozen out, as inferred from the location of the low-tempera-
ture loss peaks, did not display such irreversibilities (Figs. 7-9).
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Cooling the atactic polymer to --50°C, which is below the location
of the maximum in its secondary loss peak, was sufficient to slow
down the motions of side groups to such a degree that internal
stresses developed and a small, yet observable, hysteresis loop was
observed (Fig. 7). In the syndiotactic and isotactic polymers, speci-
mens were cooled to -0°C and --25°C, respectively, so as not to go
too far below the location of the maximum of the secondary loss
peaks. Reversibility appeared to be complete in the latter cases
(Fig. 8 and 9). These observations demonstrate that internal stress
generation and, in consequence, brittleness in these polymers is
due to change in the degree of mobility of the bulky side groups with
temperature and becomes especially significant when motions of the
side groups are frozen out.
Internal stress development and brittleness in polymers have
been shown to be strongly dependent upon the nature of the side
groups in a number of different contexts [35-381. For example, in a
comparative study of the radiation-induced gelation of aqueous poly-
mer solutions, it was observed that syneresis (shrinkage of the net-
work and liberation of water) and eventually breakdown into smaller
fragments of the gels occur sooner in polymers with bulkier side
groups [35,36]. For example, poly(vinylpyrrolidone) undergoes
syneresis before poly(vinyl alcohol) which in turn shows syneresis
before poly(ethylene oxide). In another study, a correlation between
brittle fracture and molecular structure of polymers involved the
molecular cross-sectional area [37,38]. The systematic variation
in the critical tensile breaking stress of polymers was argued to be
a consequence of variations in the distance between adjacent mole-
cules caused by bulky side groups and other steric factors.
The present observations in P-t-BMAs provide further evidence
for the influence of bulky side groups and show that brittleness of
polymers is connected to immobilization of side groups.
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